BJC-85 



USER 
MANUAL 



Canon 



Canon 



User's Manual 




Contents 



Introduction 

Welcome 

Printer Documentation 

How to Use This Manual 

Copyright 

Disclaimer 

Trademarks 

FCC Regulations 

Canadian Radio Interference Regulations 

Safety Precautions 

Getting Ready to Print 

Printer Parts and Their Functions 

Turning the Printer On 

Setting Up and Using a Wireless Connection 

Printing 

Paper and Other Print Media 
Loading Paper in the Printer 
Changing BJ Cartridges 

Maintaining the Printer 

Printing a Nozzle Check Pattern 
Cleaning the Print Head 
Using the Low-Ink Alert 
Replacing Ink Tanks 
Replacing a BJ Cartridge 
Cleaning the Printer 
Performing the Test Print 
Transporting the Printer 



BJC 



Contents 



Printing Witli Windows 

Getting Ready to Print 
Selecting the Print Mode 
Changing the Page Size 
Windows Printer Driver Features 
Using the BJ Bacl<ground Monitor 
Using the BJ Backgrounder 
Using the BJ Printer Status Monitor 

Printing With Macintosh 

Overview of Printing With the Macintosh Printer Driver 

Selecting the Printer Driver 

Opening the Macintosh Printer Driver 

Changing the Paper Size Selection 

Setting Up a Simple Print Job 

Macintosh Printer Driver Features 

Using the BJ Print Monitor 

Uninstalling the Macintosh Printer Driver 

Troubleshooting 

Error Messages 
Problems and Solutions 
Before You Call For Service 
Getting Help From Canon 
Servicing the Printer 

Specifications 

Printer Specifications 
Printing Area 

Using the Optional IS-12 Color Scanner Cartridge 



Contents 



Introduction 



Welcome 

Printer Documentation 

How to Use Tinis Manual 

Copyright 

Disclaimer 

Trademarks 

FCC Regulations 

Canadian Radio Interference Regulations 

Safety Precautions 



BJC 



Introduction 



Welcome 

Thank you for purchasing the BJC-85 Color Bubble Jet Printer. 

Printer Documentation 

The documentation for your printer consists of these items: 

■ Quick Start Guide 

Shows you how to set up the printer and prepare it for operation according to your computer 
system. You may also need your computer manual for reference during setup. 

■ User's Manual (this manual) 

Shows you everything you need to know about using the printer efficiently and safely. A 
detailed troubleshooting section provides step-by-step guidance for identifying and solving 
printing problems. 

This User's Mant/a/ provides complete explanations of the features and functions of the 
printer. To maximize the life of your printer, it's a good idea to familiarize yourself fully with 
all of its functions. 
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Printer Documentation 



■ Conventions 

This User's Manual uses the following symbols to indicate important information. Always 

observe the instructions indicated by these symbols. 



ACaution 



Notel^ 



Cautions alert you to ways to avoid injury to yourself, damage to the 
printer, or the loss of valuable data. 

Notes provide advice, tips, and suggestions that are intended to help you 
work more efficiently with the printer. 

This arrow and blue text indicate a link to where you can find more 
information about the current subject. 

This manual uses the following symbols depending on the computer system you are using. 
Always observe the instructions indicated by these symbols. 



Windows 



Indicates information for Windows® 98, Windows 95, Windows NT, and 
Windows CE users only. 



IVlacintosh 



Indicates information for iMac™ and Power Macintosh® G3 users only. 



Throughout this guide the names Microsoft® Windows® 98, Microsoft® Windows 95, 
Microsoft Windows NT® 4.0, and Microsoft Windows CE®2.1 are abbreviated, respectively, 
as Windows 98, Windows 95, Windows NT, and Windows CE. 
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How to Use This Manual 



To view this User's Manual, please use Acrobat Reader 4.0, which is included on your 
CD-ROM, or a later version of Acrobat Reader. 



^ 



Use this button when you wish to 
enlarge the screen you are viewing. 
Select this button in the tool bar, and 
then click within the screen of the 
User's Manual. 
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Use this button to display the 
previous page of the User's 
Manual. 
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Manual. 
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Use this button to 
return to the page 
you were viewing 
previously. This 
button moves you 
back from another 
page. 



This arrow and blue text 
indicate a jump to another 
location in the User's 
Manual \Nhere the topic 
shaded in blue is 
discussed. 
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Replacing a BJ Cartridge 



Replace ma BJ cartridge if print head deep cleaning lails la re&tore pint quaiity. in this 
case, the pdnt haad may be damaged di warn out and requires repiacemenl. 



Malie Sure that Ihe printer is turned on. then open Uie cartndge cover. 
Press Uie CARTRIDGE bulion lomcyvethe cariridge to uie center. 




Malnlain ing 1he Printer 
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Use this button when 
you wish to search 
for a word. 



This column displays a table of contents for the User's Manual. 

Click the desired item to jump to the topic. 

Click the + (or^) symbol when you wish to see detailed headings for each chapter. 

Click the - (or t) symbol when you wish to return to the original (condensed) display. 
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Copyright 



This manual is copyrighted by Canon Computer Systems, Inc. (CCS!) 
with all rights reserved. Under the copyright laws, this manual may not 
be reproduced in any form, in whole or part, without the prior written 
consent of CCSI. 

© 2000 Canon Computer Systems, Inc. 

Disclaimer 



Canon Computer Systems, Inc. has reviewed this manual thoroughly 
in order to make it an easy to use guide for your Canon BJC-85 
Color Bubble Jet Printer. All statements, technical information, and 
recommendations in this guide and in any guides or related documents 
are believed reliable, but the accuracy and completeness thereof are not 
guaranteed or warranted, and they are not intended to be, nor should they 
be understood to be, representations or warranties concerning the 
products described. 

Your printer and the software media included with your printer have been 
sold to you subject to the limited warranties set forth in the warranty card 
and license agreement enclosed with the respective products. All software 
is licensed AS IS, as described in the license agreement enclosed with the 
software media. Further, CCSI reserves the right to make changes in the 
specifications of the products described in this guide at any time without 
notice and without obligation to notify any person of such changes. 
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Trademarks 



Canon, BCI, BJ, Bubble Jet, and Drop Modulation Technology are trademarks, and 
SelectExchange is a service mark of Canon Inc. 

Microsoft and Windows are registered trademarks of Microsoft Corporation in the U.S. and 
other countries. 

Mac and the Mac logo are trademarks of Apple Computer, Inc., registered in the U.S. and 
other countries. 

All other product and brand names are trademarks or service marks of their respective 
owners. 




Energy Star® COMPLIANT 



As an Energy Star® Partner, Canon U.S.A., Inc. has determined that this product meets the 
Energy Star® guidelines for energy efficiency. 
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FCC Regulations 



Color Bubble Jet Printer, Model K10190 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: (1) This device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired 
operation. 

Note: This equipment has been tested and found to comply with the limits for Class B digital 
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed and 
used in accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the user 
is encouraged to try to correct the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 
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Use of shielded cable is required to comply with Class B limits in Subpart B of Part 15 of 
FCC Rules. 

Do not make any changes or modifications to the equipment unless otherwise specified in 
the manual. If such changes or modifications should be made, you could be required to 
stop operation of the equipment. 

Canadian Radio Interference Regulations 



This digital apparatus does not exceed the Class B limits for radio noise emissions from 
digital apparatus as set out in the interference-causing equipment standard entitled "Digital 
Apparatus," ICES-003 of the Industry and Science Canada. 

Cet appareil numerique respecte les limites de bruits radioelectriques applicables aux 
appareils numeriques de Classe B prescrites dans la norme sur le materiel brouilleur: 
"Appareils Numeriques," NMB-003 edictee par I'lndustrie et Sciences Canada. 
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Safety Precautions 



Please read the safety warnings provided in this manual to ensure that you use the printer 
safely. Do not attempt to use the printer in any way not described in this manual as this 
could result in unforeseen printer faults or cause a fire or electric shock. 

Printer Location 

Power Outlet and Power Cord 

Cleaning the Printer 

BJ Cartridges 

General Warnings 

Universal AC Adapter 
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Safety Precautions 



Printer Location 




The electrical contacts inside the printer become hot during normal 
operation. To avoid causing a fire or dangerous electrical shock, 
never store volatile substances such as alcohol or thinner near the 
printer. 



To avoid damage to the printer or possible personal injury, place 
the printer on a flat, stable surface that is safe from sudden shocks 
or strong vibrations to ensure that it will not fall. 





To avoid damage to the printer that could result in a fire or 
electrical shock, place it in a location that is protected from dust, 
direct sunlight, high temperature, and high humidity. Use the 
printer in an environment where temperature and humidity are 
within the ranges of 41 to 95°F (5 to 35°C) and 10 to 90% RH 
(with no condensation). 

To avoid dropping and damaging the printer, always hold the 
printer by both ends and carry it level. Do not pick up or hold the 
printer by any part. 
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Safety Precautions 



■ Power Outlet and Power Cord 

The socket-outlet shall be installed near the equipment and shall be easily accessible. 

To avoid personal injury from an electrical shock, never handle the 
power cord or plug when your hands are wet. 





s 


m 


"^ 





^ 


'[^ 


s,. 



To avoid causing a fire or serious electrical shock, make sure that 
the power plug is securely and completely inserted into the power 
outlet. 




To avoid causing a fire or serious electrical shock, never use any 
type of power adapter other than the universal AC adapter 
provided with the printer. 




To avoid a fire or serious electrical shock caused by a short circuit, 
avoid damaging the AC adapter cord or the power cord. Do not 
attempt to modify the cords in any way. Do not apply force to the 
cords by pulling on them nor place a heavy object on the cords. 



Introduction 



15 



Safety Precautions 
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To avoid a fire or serious electrical shock, do not knot the power 
cord or wrap it around itself. 



To avoid damaging the power plug, which could cause a short 
circuit and cause a fire or electrical shock, do not pull on the power 
cord to unplug the cord from the power outlet. Grip the plug to 
remove it from the power outlet. 



To avoid minor burns or minor injury from moving parts, press the 
POWER button to turn off the printer then unplug the power cord 
from the power outlet and allow the electrical contacts inside the 
printer to cool before cleaning the printer. 
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Safety Precautions 



Cleaning the Printer 

Use only a damp, clean cloth to clean the surfaces of the printer. 
The electrical contacts inside the printer become hot during normal 
operation. To avoid a fire or serious electrical shock, do not use 
alcohol, benzene, thinner, or any other type of volatile liquid 
cleaner to clean the printer. 




BJ Cartridges 




Store the BJ cartridges and ink tanks out of the reach of small 
children. If a child accidentally ingests ink from a BJ cartridge or 
ink tank, contact a physician immediately. 




To avoid staining clothing or your work area with spilled ink, do not 
violently shake or drop a BJ cartridge. 
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Safety Precautions 



General Warnings 




There are high voltage points inside the printer. To avoid a fire or 
electrical shock, do not attempt to disassemble the printer or 
attempt repairs. 




To avoid a fire or electrical shock, do not use volatile sprays around 
the printer. 




The electrical contacts of the BJ cartridge become extremely hot 
during normal operation. To avoid minor burns, do not touch the 
electrical contacts after removing the BJ cartridge from the printer. 




To avoid minor injury from moving parts inside the printer, do not 
open the cover and insert your fingers into the printer while the 
printer is printing. 
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Safety Precautions 




To avoid damage to the printer from objects falling into it, resulting 
in a fire or electrical shock, do not place any object such as a 
stapler or liquid container on top of the printer. 




If any object falls into the printer and damages it while it is printing, 
press the POWER button to turn it off and unplug the power cord 
from the power outlet. To avoid a fire or electrical shock, stop using 
the printer and call the Canon Customer Care Center. 

U^ Getting Help From Canon 




To avoid a fire or serious electrical shock, if the printer emits smoke 
or a strange odor, immediately press the POWER button to turn 
the printer off then unplug the power cord from the power outlet. 
Stop using the printer and call the Canon Customer Care Center. 

1^ Getting l-lelp From Canon 



Universal AC Adapter 

When you pack the universal AC adapter for travel or storage, do 
not wrap the cord around the body of the AC adapter. Doing so 
may cause the cord to split or separate from the body of the AC 
adapter, which could cause a short circuit. 
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Safety Precautions 

■ Printer Functions and Special Features 

This section describes the functions and special features of your printer that you can enjoy 

when you print color documents and images. 

High resolution coior (720 dpi) 

With the BC-1 1e Color BJ Cartridge installed in the printer, you can print up to 720 dpi 
(720 dpi horizontal x 360 dpi vertical) to reproduce quality documents and images even on 
plain paper. The BC-1 1e Color BJ Cartridge employs two different sizes of ink droplets in 
varied patterns to create images of higher quality than ever before. The BC-10 Black BJ 
Cartridge prints crisp and clear text documents. The BC-12e Photo BJ Cartridge produces 
beautiful, natural color in photographic images captured with a scanner or digital camera. 

A variety of interface connections 

In addition to the standard parallel port, this printer includes a USB and infrared port. The 
USB connection can be used with an IBM®-compatible PC running Windows 98, an iMac, or 
Power Macintosh GS.The infrared port on an IBM-compatible PC with Windows 98 can be 
used for wireless printer connection between the printer and a computer. 

Special print media 

Most of the special media available for use with other Canon Bubble Jet printers can be 
used with this compact printer. 

Capturing originals with the optional Scanner Cartridge 

By inserting the optional IS-12 Color Image Scanner Cartridge in place of the BJ cartridge, 
you can convert the printer into a scanner. 

^ Using the Optional IS-12 Color Scanner Cartridge 

Introduction 20 



Safety Precautions 

■ Options and Consumables 

The following options and consumables are available for use with this printer. To get more 

information, visit our web site at www.ccsJ.canon.com. 

Options 



Portable Kit NK-300 



Iprnment 



NilVlH battery set with recharger 



18-12 Color Image Scanner Cartridge 
Universal AC Adapter AD-360U 
SB-10 Ink Cartridge Storage Box 
NiMH Battery Pack NB-300 



Color scanner option 

AC adapter 

Storage box for additional BJ cartridges 

Additional NiMH battery pack for portable kit 



Consumables 



Commei 



BC-10 Black BJ Cartridge 


Monochrome printing 


BCI-10 Black Ink Tank 


Black ink for BC-10 Black BJ Cartridge 


BC-1 1 e Color BJ Cartridge 


Color printing 


BCI-11 Color Ink Tank 


Color ink for BC-1 1e Color BJ Cartridge 


BCI-11 Black Ink Tank 


Black ink for BC-1 1 e Color BJ Cartridge 


BC-12e Photo BJ Cartridge 


Photographic printing 


BCI-12 Photo Color Ink Tank 


Color ink for the BC-12e Photo BJ Cartridge 



BCI-12 Photo Black Ink Tank 



Black ink for the BC-12e Photo BJ Cartridge 
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Paper and special print media 



Load Limit 



Safety Precautions 



Bubble Jet Paper 


30 sheets 


Brilliant White Paper 


30 sheets 


High Resolution Paper 


10 sheets 


Glossy Photo Paper 


10 sheets 


High Gloss Film 


1 sheet 


Glossy Photo Cards 


1 sheet 


Transparencies 


10 sheets 


Back Print Film 


1 sheet 


T-Shirt Transfer 


1 sheet 


Greeting Cards (1/4 fold) 


1 sheet 


Envelopes 


5 envelopes 



Introduction 



22 



Getting Ready to Print 



Printer Parts and Their Functions 

Turning tine Printer On 

Setting Up and Using a Wireless Connection 



BJC 
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Printer Parts and Their Functions 



This section describes important parts of the printer and how they function. 
■ Front View 



Top Cover (and Paper Rest) 

Before you use the printer, 
open the top cover. The top 
cover supports paper fed 
into the sheet feeder. 

Paper Guide 

Adjusts to the 
size of the paper 
or special media. 



Cartridge Cover 

Open to change the 
BJ cartridge or to 
replace ink tanks. 



Paper Output Slot 

Printed sheets are 
ejected here. 




Operation Panel 

a^ Operation Panel 



Sheet Feeder 

Feeds sheets of paper 
continuously to the printer. 



Paper Release Lever 

Press to release paper 
jammed in the printer. 



USB Interface Connector 

Provides the connection point for 
a USB interface cable from the 
computer. 
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Printer Parts and Their Functions 



Back View 



Power Connector 

Provides the connection 
point for the universal AC 
adapter plug. 




Parallel Interface Connector 

Provides the connection point for a 
parallel interface cable between the 
printer and computer. 



IrDA Interface Port 

Provides a port for a wireless IrDA connection 
between the printer and computer. This port should 
face the IrDA port of the computer. The port glass can 
be pulled out to adjust the position angle. 
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Operation Panel 



Printer Parts and Their Functions 



POWER Button 

Press to turn the 
printer on and off. 
a^ Turning the 
Printer On 



CARTRIDGE Button 

Press to move the 
cartridge holder to the 
center in order to switch 
BJ cartridges or to 
replace ink tanks and to 
return the cartridge 
holder to the home 
position when you are 
finished. 




RESUME Button 

Press to release the printer from an error after the 
cause of the error has been removed. Pressing this 
button has no effect on unrecoverable errors. 
When no error exists, press once to feed a sheet of 
paper. If paper is partially fed into the printer, the sheet 
will be ejected. 

Press and hold down until the printer beeps twice then 
release to start print head cleaning. 
^ Cleaning the Print Head 

ERROR Light 

Lights or flashes orange when an error 
occurs. 

# ERROR light is orange 



Notel^ 



POWER Light- 
Tells you whether or not the printer is on. 
On Lights green when the printer is standing 

by and ready for normal operation. 
Off Printer power is turned off. 

Flashing Printer is warming up after power on, or 

is receiving a print job from the printer. 



If you will not be using the printer for a long period of time, turn off the 
printer; then remove the AC adapter power cord from the 
power outlet. 

Always press the POWER button to turn the printer off before you 
remove the AC adapter power cord from the power outlet. If the power 
cord is unplugged before the printer is turned off with the POWER 
button, the BJ cartridge will not return to the home position and may dry 
out which could cause the BJ cartridge to become unusable. 
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Printer Parts and Tiieir Functions 



■ POWER and ERROR Lights 

The POWER and ERROR lights tell you the current status of the printer. 



Light Status What It Means 1 


POWER 


1 Off 


Printer is off. 




On 

U 


Printer is standing by and ready for normal operation. 




;0i Flashing 


Indicates one of the following: 

• Printer is warming up. 

• Printer is performing print head cleaning. 

• BJ cartridge is being changed or ink tank is being replaced. 

• Printer is receiving a print job from the computer. 


ERROR 


EijBOR Flashing 


Indicates one of the following: 

• If the printer beeps twice, ink supply is low in an ink tank. 

• If the printer beeps three times, the low-ink alert feature is on 
and an ink tank is empty. 

• Battery power is low. If the printer beeps four times, the optional 
Portable Kit NK-300 power is low. 

• If the printer beeps five times, the waste ink tank is full. 




ERROR On 

o 


Indicates one of the following: 

• If the printer beeps once, paper feed error. 

• If the printer beeps twice, paper jam. 

• If the printer beeps three times, BJ cartridge is not installed. 

• If the printer beeps four times, wrong BJ cartridge is installed. 


POWER, 
ERROR 


^ A ^ E^ROR 

Both flashing 


Unrecoverable error has occurred. Call the Canon Customer 
Care Center. 

^ Getting Help From Canon 



For details about what to do when these errors occur, see the Troubleshooting section of 
this manual. 

1^ Troubleshooting 
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Turning the Printer On 



1 Make sure that the AC adapter is securely connected to the printer. 

2 Open the top cover. 

3 Press and release the POWER button to turn the printer on. 




If a BJ cartridge is not installed, the POWER light continues to flash and the 
printer will beep three times. 

If a BJ cartridge is installed, the POWER light will flash while the printer 
warms up. When the light stops flashing, the printer is ready for normal 
operation. 
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Setting Up and Using a Wireless Connection 

If you have a computer with an infrared port for wireless data transmission, you can set 
up a cordless connection with the printer using the IrDA method to effect infrared data 
transmission. 

Before you can set up an infrared connection with the printer, you must perform several 
settings on the computer. Make sure that you read the section below before you set up the 
connection. 

■ What You Need for Infrared Data Transmission 

In order to use infrared data transmission, you need the Windows 98 plug and play 
Microsoft infrared driver Version 3.0. The following items are required in order to set up 
wireless data transmission between the printer and computer via the infrared ports on the 
printer and your computer. 



Computer 


IBM PC/AT or a compatible computer 


CPU 


Intel® Pentium® or faster 


IrDA 


IrDA 1.1 or later 


Baud rate 
(transmission speed) 


Max. 4 Mbps 


Infrared transmission 
device 


Built-in infrared port on the computer, or an infrared 
transmission adapter connected to the parallel or 
serial port. 


Operating system 


Windows 98 
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Setting Up and Using a Wireless Connection 

Note !► If you are using Windows 95, you need IrDA 1 .0 with a maximum baud rate 

of 1 15.2 kbps, and the Microsoft infrared port driver Version 2.0. 
For details about installing the infrared port, refer to your computer 
documentation. 

■ Confirming That the Infrared Transmission Driver Has Been Installed 

1 Click Start, select Settings, and click Control Panel to open the Control 
Panel Window. 

2 Look at the Control Panel window and confirm that the Infrared Monitor 
icon is displayed. 

If the Infrared Monitor icon is displayed, the required infrared transmission 
driver is already installed. 

If the Infrared Monitor icon is not displayed, refer to your Windows 
documentation for instructions on installing the infrared driver. 

■ Using Infrared Data Transmission 

Note !► To set up infrared data transmission, refer to your computer 

documentation. 

1 Make sure the universal AC adapter is connected securely. 

2 Open the top cover. 
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Setting Up and Using a Wireless Connection 

3 Set the computer for infrared transmission. 

If you are using Windows 98 or Windows 95, open the Control Panel and 
double-click the Infrared Monitor, click the Options tab, then click the 
"Enable infrared communication" check box (make sure a check mark is 
present). 

Open the printer driver directly and select the infrared port for the printer. 
Click Start, select Settings, and click Printers. Right-click the Canon 
BJC-85 printer icon and select Properties from the pop-up menu. Select 
the Details button, click the down-arrow for the "Print to the following port" 
option, then select the infrared port. For example: 

COM4 (Infrared Serial (COM) Port) 

Some computers may allocate COM and LPT ports for infrared ports 
differently. For details refer to your computer documentation. 

4 Arrange the computer with the printer so the infrared ports are facing each 
other and not more than three feet (0.8 meter) apart. 

The distance between the computer and the printer may be different for 
some units; for details refer to your computer documentation. 
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Setting Up and Using a Wireless Connection 



Notel^ 



' Make sure nothing is between the infrared ports that could blocl< the data 
transmission. 

' Mal<e sure nothing interferes with the print data transmission while a 
print job is executing. If the print job halts, turn the printer off and cancel 
the print job on the computer. Open the Infrared Monitor on the Control 
Panel to confirm whether the IrDA connection has been broken. 



Max. 75° 



Printer infrared interface 
port face plate 



Within 3 feet/0.8 meter 
(with no obstructions) 





Effective range 

(up, down, left, right 15°) 



Computer with infrared port 
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Printing 

Paper and Other Print Media 
Loading Paper in tine Printer 
Cinanging BJ Cartridges 
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Paper and Other Print Media 



Always handle paper and special print media by the edges, and avoid touching 
the print surfaces of the sheets. If the print surface is soiled or scratched, the 
print quality will deteriorate. 

Always store unused paper and special print media in its original package. Do 
not bend the media. Store the package flat, in a cool location that is not exposed 
to high temperatures, high humidity, or direct sunlight. 

Do not use media that is excessively curled, creased, or in any other way 
defective. If the media is curled, you may be able to remove the curl by bending 
the media in the opposite direction before loading it in the printer. 




To straighten curled media, 
bend it through an arc of 
0.2 inches (5 mm) in the 
direction opposite the curl 
until it is straight. 




Hold the edges of the 
stack diagonally and 
bend gently. 



0.2 in. 

Make sure that 
envelopes are not 
curled more than 
0.2 in. (5 mm). 



Notel^ 



After printing, do not allow any moisture to contact the printed surface. 
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Paper and Other Print Media 

■ Media You Can Use With Tiiis Printer 

You can use any of the media listed in the table below. 

Before you execute a print job, open the printer driver and select settings for Paper Size, 
Media Type, and Paper Feed that match the media loaded in the printer. 

^ Printing With Windows 
^ Printing With l\/lacintosh 



Media 


Load Limit 


Print Side 


Printer Driver Settings 


Page Size 


lUledia Type 


Plain Paper 


30 sheets 


Indicated on 
package 


Letter, Legal, 
A4, B5, A5 


Plain Paper 


Brilliant White Paper 


30 sheets 


Either side 


Letter, Legal 


Plain Paper 


High Resolution 
Paper 


10 sheets 


Whiter side 


Letter, A4 


High Resolution 
Paper 


Glossy Photo Paper 


10 sheets 


Glossy side 


Letter, A4 


Glossy Photo 
Paper 


High Gloss Film 


1 sheet 


Film side 


Letter, A4 


High Gloss Film 


Glossy Photo Cards 


1 sheet 


Glossy side 


Letter, A4 


Glossy Photo 
Cards 


Transparencies 


10 sheets 


Either side 


Letter, A4 


Transparency 


Back Print Film 


1 sheet* 


Matte side 


Letter, A4 


Back Print Film 


T-Shirt Transfer 


1 sheet* 


Unlined side 


Letter, A4 


T-Shirt Transfer 


Greeting Cards 


1 sheet 


See package 


Letter, A4 


Other Paper 


Envelopes 
USCom. No. 10 
European DL 


5 envelopes 
5 envelopes 


Smooth side 
Smooth side 


#10Env. 
DL Env 


Envelope 
Envelope 



*Stack one sheet of plain paper behind the media before loading in the sheet feeder. 
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Paper and Other Print Media 



■ Printing Area 

Print within the area marked by the darkest shading in the illustration below. 



0.12 in./ 
3.0 mm(*1 



0.28 in./ 
7.0 mm(*2) 




0.13 in./ 0.13 in./ 

3.4 mm(*3) 3.4 mm{*4) 



Printing in this area is possible but not 
recommended. Printing may degrade in this 
area due to variations in the precision of 
paper feed, and printing may run over the 
bottom edge of the sheet. 

Recommended print area for optimum 
results. 

*1 Glossy Photo Cards: 1.10 in./28.0 mm 
*2 Glossy Photo Cards: 1 .0 in./26.0 mm 
*3 Letter, Legal: 0.25 in./6.4 mm 

Glossy Photo Cards: 0.16 in./4.0 mm 
*4 Letter, Legal: 0.25 in./6.3 mm 

Glossy Photo Cards: 0.20 in./5.0 mm 



Printing Area 



Printing 36 



Paper and Other Print Media 



Plain Paper 

• Use Canon Bubble Jet Paper or any plain copier paper that meets the 
requirements listed below. You cannot use continuous feed paper with this 
printer. 



Plain Paper Specifications 



Paper Size 


Letter 8.5 x 11 in. 




Legal 8.5X14 in. 




A4 210X297 mm 




B5 182X257 mm 




A5 148X210 mm 


Weight 


1 7 to 28 lb. (64 to 105 g/m^) 



You can load up to 30 sheets of plain paper in the sheet feeder. However, you 
can load only one sheet of legal paper at a time. 

Do not allow printed sheets of plain paper ejected from the printer to stack higher 
than 20 sheets. For all other types of paper and special media, do not allow the 
printed sheets to stack; remove each sheet as it is ejected from the printer. 



Printing 37 



Paper and Other Print Media 

High Resolution Paper 

• Canon's High Resolution Paper is recommended for use with this printer. 

• Print only on the coated (whiter) side of each sheet. 

• Store unused High Resolution Paper in its original package. Store it flat, in a cool 
location that is not subject to high temperature or high humidity and protected 
from direct sunlight. 

• To prevent fading from long exposure to direct sunlight, cover each printed sheet 
with a sheet of plain paper and store it in a dark location. 

Glossy Photo Paper 

• Canon's Glossy Photo Paper is recommended for use with this printer. Before 
you use this media, read the instructions provided with the package. 

• Print only on the glossy (whiter) surface of each sheet. 

• To prevent fading from long exposure to direct sunlight, cover each printed sheet 
with a sheet of plain paper and store it in a dark location. 

• Allow about two minutes for ink to dry on Glossy Photo Paper. 
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Paper and Other Print Media 

High Gloss Film 

• Canon's High Gloss Film is recommended for use with this printer. Before you 
use this media, read the instructions provided with the package. 

• Do not use High Gloss Film in conditions of high humidity. 

• Print only on the film surface of each sheet. 

• Feed High Gloss Film manually, one sheet at a time. 

• Do not allow printed sheets to stack. Handle printed sheets carefully until the ink 
has completely dried. Drying requires 10 to 20 minutes. 

• To store the printed sheets after they have dried, while avoiding touching the 
printed surface, cover the printed surface of each sheet with one sheet of plain 
paper. 

Glossy Photo Cards 

• Canon's Glossy Photo Cards are ideal for printing photographic images. 

• The cards have borders slightly larger than the print area. Separate the borders 
from the cards at the perforations only after printing has been completed. 

• Before you use this media, read the instructions provided with the package. 

• Allow about two minutes for ink to dry on Glossy Photo Cards. 
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Paper and Other Print Media 

Transparencies 

• Canon's Transparencies are recommended for use with this printer. Before you 
use this media, read the instructions provided with the package. 

• Do not use transparencies intended for use with a photocopier or laser printer. 

• Do not attempt to print on transparencies in a location where humidity is high. 

• You can print on either side of transparencies. 

• Do not stack transparencies after printing. Allow at least 15 minutes for the ink 
on printed transparencies to dry, and do not touch the printed surfaces. 

• To prevent printed transparencies from sticking together, cover the printed 
surface of each sheet with one sheet of plain paper. Cover each transparency 
with a sheet of plain paper, even before storing them in a plastic folder. 
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Paper and Other Print Media 

Back Print Film 

• Canon's Back Print Film is recommended for use with this printer. Before you 
use this media, read the instructions provided with the package. 

• When you select Back Print Film for the Media Type, the document image is 
reversed or "mirrored" when it is printed so it will display correctly when placed 
on a backlight device. 

• Do not attempt to print on back print film in a location where humidity is high. 

• Always print on the non-reflecting, rough side of back print film. 

• Before you set a sheet of back print film in the printer, with the print side facing 
up place one sheet of plain paper behind the film. Align the edges and set the 
sheets in the printer with the film on top and its print side facing up. 

• Always feed back print film manually, one sheet at a time. 

• Do not stack the sheets after printing. Allow at least 1 5 minutes for the ink on 
printed sheets to dry, and do not touch the printed surfaces. 
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Paper and Other Print Media 

T-Shirt Transfers 

• Canon's T-Shirt Transfers are recommended for use with this printer. Before you 
use this media, read the instructions provided with the pacl<age. 

• When you set a transfer in the printer, always load the side with the green lines 
facing down. 

• Always feed a transfer manually one sheet at a time. 

• For detailed instructions about how to apply a transfer to a T-shirt, refer to the 
instructions that you received with the T-Shirt Transfer package. 

Greeting Cards (1/4 fold) 

• Get the most out of your Canon Creative or other card making software with 
Canon Greeting Cards. 

• These cards give your unique, personalized cards the look and feel of 
professional cards. 

• You can create cards, invitations, announcements, and more. 

• You can use Greeting Cards that come in 1/4-fold only. 

• In the printer driver, select Other Paper for the Media Type. 

• Load these greeting cards with the words "Canon Greeting Cards" face down. 
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Paper and Other Print Media 

Envelopes 

• Use only US Commercial #10 or European DL envelopes with this printer. 

• Before loading envelopes in the printer, press down on the center of the stack to 
expel all the air inside the envelopes, crease the edges if they are not perfectly 
square, and bend the envelopes opposite to the direction of the curl if they are 
curled. 




Press down the flaps. 



4 




Press down on the stack on the 
edges, the center, and corners 
to ensure that all the air is 
expelled from the envelopes. 




If the envelopes do not feed smoothly, use a pen 
or other flat object to crease the leading edges of 
the envelopes. 

To prevent feed problems, make sure none of 
the flaps are overlapping, and do not use 
self-sealing envelopes. 

Do not attempt to feed envelopes that have been heavily embossed or treated 
with any type of special coating or coloring. 
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Loading Paper in the Printer 



You can use either of two methods to feed paper to the printer. 

Auto Feed Set a stacl< of sheets for continuous feed. The number of sheets you 
can load is determined by the type of media you are using. 

^ Media You Can Use With This Printer 

Manual Set one sheet at a time manually for printing on thick paper and other 

media that requires manual feed. 

^ Media You Can Use With This Printer 

7 Open the top cover and slide the paper guide completely to the left. 




Auto Sheet Feeder 



Paper Guide 
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Loading Paper in tine Printer 

2. Pick up a stack of paper and fan it. Tap tlie edges on a flat surface to align 
them. 




3 Set the stack in the printer. 

Align the stack with the right side of the sheet feeder, and insert the stack 
into the printer until it stops. 



Sheet Feeder 




Print Side 

Set the stacl< with the print 

side facing up. 

Top Cover 



If loading letterhead, make sure the 
letterhead side is up and pointing 
down into the printer. 



Align the edge of the stack with the 
right side of the sheet feeder. 
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Loading Paper in tine Printer 

4 Slide the paper guide to tlie edge of tlie stacl<. 




Mal<e sure tliat tlie paper guide is not too tiglit against tlie side of tlie stacl<. 
If there is a gap between the paper guide and the stack, or if the paper 
guide is too tight, the paper may feed incorrectly. 

Note !► The number of sheets that you can load depends on the paper or special 

print media that you are using. However, in conditions of high humidity if 
you experience problems with paper feed, reduce the number of sheets in 
the auto sheet feeder. 

5 Set up the print job with the printer driver and start the print job. 

You can change paper size, paper type, and other important settings in the 
printer driver. 

1^ Printing With Windows 

^ Printing With IVIacintosh 



Printing 46 



Changing BJ Cartridges 



You can use these BJ cartridges with this printer: 



BC-1 1e Color BJ Cartridge 

• BCI-11 Colorlnl<Tanl< 

• BCI-11 Black Ink Tank 

BC-10 Black BJ Cartridge 

• BCI-10 Black Ink Tank 

BC-12e Photo BJ Cartridge 

• BCI-12 Color Ink Tank 

• BCI-12 Black Ink Tank 



Printing in color 

Printing in monochrome (black ink only) 
Printing photographic images in color 



Note !► • You can use the BC-1 1e Color BJ Cartridge to print black only. However, 

for large monochrome print jobs, like a document that contains mainly 
text, always use the BC-10 Black BJ Cartridge. 

• To avoid damaging the printer, do not touch the orange film cable under 
the cartridge cover. 



Printing 
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Changing BJ Cartridges 

1 Make sure that the printer is turned on and open the cartridge cover. 

2 Press the CARTRIDGE button to move the cartridge holder to the center. 

3 Remove the BJ cartridge. 

Lift up on the green tab to remove the BJ cartridge from the cartridge 
holder. 




Green Tab 



Cartridge Cover 
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Changing BJ Cartridges 

4 Immediately store the BJ cartridge you just removed in an Ink Cartridge 
Storage Box. 

Note !► • When you are not using a BJ cartridge, always store it in an Ink 

Cartridge Storage Box. Do not attempt to re-attach the orange protective 
tape or protective cap to a BJ cartridge. 

• Close the storage box lid tightly to prevent the BJ cartridge print head 
from drying out and causing the BJ cartridge to become unusable. 



Align these marks ( \}(\ ) 




Storage box lid 
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Changing BJ Cartridges 



5 Prepare the new cartridge for installing in the printer. 



If you are installing a previously used BJ cartridge, remove it from its 
storage box. 

If you are installing a new BJ cartridge, pull off the top of the package and 
remove the BJ cartridge. Invert the BJ cartridge with the label side down; 
then remove the orange protective cap and the orange protective tape. 




Remove the orange 
protective tape. 



Remove the orange 
protective cap. 



Print Head 

Do not touch this area. 
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Changing BJ Cartridges 



ACaution 



• To avoid damage to the printer, make sure you always remove the 
orange protective cap and orange protective tape from a new BJ 
cartridge before you install it in the printer. 

• To avoid minor cuts, do not touch electrical contacts on the BJ cartridge. 

• To prevent dropping the BJ cartridge and spilling ink on your clothing or 
around the work area, always turn the BJ cartridge upside down before 
you remove the orange protective cap and tape. 

• Always handle the BJ cartridge carefully. Ink stains cannot be removed 
from clothing. 

• To prevent staining your hands or damaging the print head, do not touch 
the print head. After removing the orange protective cap and tape, 
discard them immediately and do not attempt to re-attach them to a 

BJ cartridge. 



Printing 
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Changing BJ Cartridges 

6 With the label side up, set the BJ cartridge into the cartridge holder at a 
slight angle. 

Align the marks ( K) on the BJ cartridge with the marks on the holder. This 
illustration shows the BC-10 Black BJ Cartridge being installed in the 
printer. The BC-1 1 e Color BJ Cartridge has similar marks that must also be 
aligned for installation. 




Printing 
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Changing BJ Cartridges 



T Press down on the raised left side of tlie BJ cartridge until it locks in place. 




Press Here 



8 Close the cartridge cover. 

9 Press the CARTRIDGE button. 

The printer moves the cartridge holder to the home position and 
automatically starts cleaning the print head. The POWER light flashes 
during the print head cleaning. Print head cleaning is complete and the 
printer is ready for operation when the POWER light remains on. 

Note !► After installing the BJ cartridge in the holder, it takes about two seconds for 

the printer to recognize the BJ cartridge. So there may be a slight delay 
after pressing the CARTRIDGE button. 



Printing 
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Maintaining the Printer 



Printing a Nozzle Ciieck Pattern 
Cleaning the Print Head 
Using the Low-Ink Alert 
Replacing Ink Tanks 
Replacing a BJ Cartridge 
Cleaning the Printer 
Performing the Test Print 
Transporting the Printer 



BJC 
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Printing a Nozzle Check Pattern 



If you see colors missing or broken in your printed output, print a Nozzle Check Pattern to 
determine the condition of the print head. 

If the BC-1 1e Color BJ Cartridge or BC-12e Photo BJ Cartridge is installed in the printer, 
four colors (black, cyan, magenta, yellow) will be printed in the Nozzle Check Pattern. If the 
BC-10 Black BJ Cartridge is installed, only a black pattern will be printed. 

If the horizontal lines in the Nozzle Check Pattern are broken or irregular, the print heads 
may be clogged and require cleaning. 

To print a Nozzle Check Pattern, follow these steps: 

1 Set a sheet of plain paper in the printer. 

2 Press the POWER button to turn the printer off. 

3 Press and hold down the POWER button until you hear the printer beep 
four times then release it. 

The Nozzle Check Pattern begins to print. The printer prints one page and 
then stops. 

You can also use the printer driver to print a Nozzle Check Pattern. 
^ Printing With Windows 
U^ Printing Witli l\/lacintosh 
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Printing a Nozzle Clieck Pattern 



■ Normal Nozzle Check Pattern 

Here is a sample of a normal Nozzle Check Pattern printed with the BC-10 Black 
BJ Cartridge. 
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Here is a sample of a normal Nozzle Check Pattern printed with a BC-1 1e Color 
BJ Cartridge or a BC-12e Photo BJ Cartridge. 




Yellow 
Magenta 
Cyan 
Black 
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Cleaning the Print Head 



There are two methods for cleaning the print head. 

■ Print Head Cleaning 

Use this method to clean the print heads. 

■ Print Head Deep Cleaning 

Use this more thorough method only after five consecutive print head cleanings fail to 
produce a satisfactory Nozzle Check Pattern. 

1 Make sure that the printer is turned on. 

2 Press and hold down the RESUME button until you hear the required 
number of beeps and then release it. 

Print head cleaning 2 beeps (about 2 seconds) 

Print head deep cleaning 3 beeps (about 3 seconds) 
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Cleaning the Print Head 



Print head cleaning begins. 



The POWER light flashes during print head cleaning. When print head 
cleaning is finished, the POWER light remains on, indicating that the 
printer is ready for operation. 

After print head cleaning is complete, print another Nozzle Check Pattern. 
If the Nozzle Check Pattern is not satisfactory, repeat print head cleaning 
several times and print another Nozzle Check Pattern. If the results are 
still not satisfactory, perform print head deep cleaning once or twice. Print 
head deep cleaning flushes the print heads with ink and requires more 
time than print head cleaning. 

If necessary, replace the ink tank(s). 
1^ Replacing Ink Tanks 

Note !► • Print head deep cleaning consumes a large amount of ink. Perform deep 

cleaning only after five consecutive print head cleanings fail to correct 
the problem. If you are sure the ink tanks are full, and deep cleaning 
does not solve the problem, the print head may be worn out or damaged. 
Replace the BJ cartridge. 

^ Replacing a BJ Cartridge 

• You can also perform print head cleaning and print head deep cleaning 
with the printer driver. 

^ Printing With Windows 

^ Printing With Macintosh 
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Using the Low-Ink Alert 



This printer employs a low-inl< alert that warns you when ink in an ink tank runs low. Before 
the printer is shipped from the factory, the low-ink alert is turned off. 

To turn on the low-ink alert manually, follow these steps: 

1 Press the POWER button to turn off the printer. 

2 Press and hold down the POWER button until the printer beeps 8 times 
then release the POWER button. 

When the low-ink alert is turned on, and the ink supply in an ink tank runs low, the ERROR 
light starts flashing orange. To determine which ink tank is about to run out of ink, open the 
cartridge cover and press the CARTRIDGE button to move the cartridge holder to the 
center. The type and number of flashes tell you which ink tank is about to run out of ink. 



Flashing Meaning 



Steady flash Black ink tank requires replacement 

2 alternating flashes Color ink tank requires reqplacement 

3 alternating flashes Color and black ink tanks require replacement 



You can also turn on this feature with a simple procedure in the printer driver. 

^ Printing With Windows 
^ Printing With l\/lacintosh 
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Using the Low-Ink Alert 

■ Resetting the Low-Ink Alert After Replacing an Ink Tank 

You can reset the low-ink alert manually with the printer's operation panel. After replacing 
the ink tank, press and hold down the RESUME button for the required number of beeps, 
depending on which ink tanks you replaced. 



Replaced ink tank 


Press & Hold 


Until you hear 1 


Black 


RESUME 


1 beep 


Color 


RESUME 


2 beeps 


Black and Color 


RESUME 


3 beeps 


Cancel selection 


RESUME 


4 beeps 



Also, after a low-ink alert occurs, you can replace the ink tank from the Maintenance tab of 
the printer driver and reset the low-ink alert. 

^ Printing With Windows 
^ Printing With IVIacintosh 
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Replacing InkTanks 



When an ink tank runs out of ink, only tlie ink tank requires replacement. 

Note !► • To ensure the best performance of the ink tanks, be sure to install them 

within one year of the purchase date and use them within six months 
after they are installed in the BJ cartridge. 

• After replacing an ink tank, always press the CARTRIDGE button to 
move the cartridge holder to its home position. 

I Make sure that the printer is turned on and open the cartridge cover. 
2. Press the CARTRIDGE button to move the cartridge holder to the center. 




Cartridge Holder 



Cartridge Cover 
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Replacing Ink Tanks 



If you have the BC-1 1e Color BJ Cartridge installed: 

• Press in and lift the white tab to remove the BCI-1 1 Color Ink Tank. 

• Press in and lift the gray tab to remove the BCI-1 1 Black Ink Tank. 

If you have the BC-10 Black BJ Cartridge installed: 

• Press in and lift the gray tab to remove the BCI-1 Black Ink Tank. 

If you have the BC-12e Photo BJ Cartridge installed: 

• Press in and lift the white tab to remove the BCI-1 2 Color Ink Tank. 

• Press in and lift the gray tab to remove the BCI-1 2 Black Ink Tank. 




or 




Do not touch the green tab. 



Note !► * ^°'-' ^° "^^^ remove the BJ cartridge when you replace an ink tank. 

Leave the BJ cartridge installed in the printer. 

• Please dispose of empty ink tanks in accordance with any local laws 
regarding the disposal of consumables. 

Maintaining tine Printer 
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Replacing Ink Tanks 

4 Select a new ink tank; be sure to use the same type that you removed 
from the printer. Remove the new ink tank from its package and remove 
the orange protective cap. 



BCI-11 Black or BCI-12 Black 




To avoid interfering 
with the flow of inl< and 
to ensure optimum 
performance of the BJ 
cartridge, do not touch 
the open inl< port on 
an inl< tanl<. 



Orange 
protective cap 
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Replacing Ink Tanks 

Install the ink tank. 

With the label up, set the ink tank in the BJ cartridge at a slight angle, then 
gently press down on the left, raised end of the ink tank until it locks in 
place. 

If you have a BC-1 1e Color BJ Cartridge installed: 

• Align the marks on the ink tank with the marks ( ><]) on the BJ cartridge. 

• Press down on the left side until you hear the ink tank lock in place. 




Align Marks 
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Replacing Ink Tanks 

If you have a BC-10 Black BJ Cartridge installed: 

• Align the marks on the ink tank with the marks ( ><]) on the BJ cartridge. 

• Press down on the left side until you hear the ink tank lock in place. 




Align Marks 



Press Here 



6 Close the cartridge cover and press the CARTRIDGE button. 

The printer moves the cartridge holder to the home position and 
automatically starts cleaning the print heads. The POWER light flashes 
during the print head cleaning. Print head cleaning is complete and the 
printer is ready for operation when the POWER light remains on. 

Note !► You can also perform ink tank replacement from the Maintenance tab of 

the printer driver. 

^ Printing With Windows 
1^ Printing With IVIacintosh 
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Replacing a BJ Cartridge 



Replace the BJ cartridge if print liead deep cleaning fails to restore print quality. In this 
case, the print head may be damaged or worn out and requires replacement. 

1 Make sure that the printer is turned on, then open the cartridge cover. 

2 Press the CARTRIDGE button to move the cartridge to the center. 
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Replacing a BJ Cartridge 

3 Remove the BJ cartridge. 

Lift the green tab to remove the BJ cartridge from the holder. 




Green Tab 



Dispose of the old BJ cartridge immediately. 



Notel^ 



Dispose of the old BJ cartridge in accordance with any local laws 
regarding the disposal of consumables. 
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Replacing a BJ Cartridge 



4 Remove the new BJ cartridge from its pacl<age. 




Remove the orange protective cap and the orange protective tape. 




Orange 
Protective Cap 



Remove the orange 
protective tape. 



Print Head 

Do not touch the 

print head area. 
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Replacing a BJ Cartridge 

With the label side up, set the BJ cartridge into the cartridge holder at a 
slight angle. 

• Align the marks (N) on the BJ cartridge with the marks on the holder. 
This illustration shows the BC-10 Black BJ Cartridge being installed in 
the printer. The BC-11e Color BJ Cartridge has similar marks, which 
must also be aligned for installation. 




Align Marks 



7 Press down on the raised left side of the BJ cartridge until it locks in place. 
• Press down until you hear the BJ cartridge lock in place. 



Press Here 
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Replacing a BJ Cartridge 

8 Close the cartridge cover. 

9 Press the CARTRIDGE button. 

The printer moves the cartridge holder to the home position and 
automatically starts cleaning the print heads. The POWER light flashes 
during the print head cleaning. Print head cleaning is complete and the 
printer is ready for operation when the POWER light remains on. 

Note !► • After installing the BJ cartridge in the holder, it takes about 2 seconds 

for the printer to recognize the BJ cartridge, so there may be a slight 
delay after pressing the CARTRIDGE button. 

• You can also use the printer driver to change a BJ cartridge. 

^ Printing With Windows 

U^ Printing With Macintosh 
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Cleaning the Printer 



Follow the instructions in this section to clean the printer and keep it in good working order 
to prevent paper jams, poor paper feeding, and other problems. 

Please follow these precautions and guidelines: 

• Clean the surfaces of the printer only with a clean, damp cloth. To avoid a fire 
hazard, do not use alcohol, benzene, thinner, or any other type of flammable 
liquid that could come in contact with the hot electrical contacts inside the printer. 

• Before you clean the printer, turn the printer off and unplug the power cord from 
the power outlet. To avoid accidentally turning the printer on during cleaning and 
causing an injury from moving parts inside the printer, always unplug the power 
cord before cleaning the printer. 

• To prevent injury from the moving parts inside the printer, do not insert your 
fingers or hand into the printer while it is operating. 

• The electrical contacts on the BJ cartridge become extremely hot during normal 
operation. To prevent minor burns, do not touch the electrical contacts on the 
print head. 

• Keep paper clips, staples, pins, and all other types of fasteners away from the 
printer; these may accidentally fall into the printer. 

• To avoid accidental spills into the printer, causing a dangerous short circuit, keep 
all liquids away from the printer. Do not use the printer near stored flammable 
liquids. 
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Cleaning the Printer 

• Do not use a paper towel or tissue that can shred and damage moving parts or 
jam the print head nozzles. Use only a clean, damp cloth to clean the printer. 

• To avoid damaging or discoloring the top cover, do not use any kind of organic 
chemical or liquid cleaner to clean the surface of the printer. 

• Clean carefully around the print head and film cable to avoid touching these 
parts directly and possibly damaging them. 

• To avoid damage to the printer, do not use water or any other type of liquid to 
clean inside the printer. 

■ Cleaning the Underside of the Cartridge Cover 

Open the cartridge cover. Use a clean, slightly damp cloth to wipe away paper dust from the 
underside of the cartridge cover (marked by shading in the illustration). 
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Cleaning the Printer 

■ Cleaning Inside the Printer 

After a paper jam, you may find ink sprayed on the left or right side of the platen. If you 
continue to print without cleaning the platen, the back sides of the next sheets to be printed 
could be stained with ink. Without touching the film cable, carefully wipe clean the portions 
of the platen marked by shading in the illustration. 




■ Cleaning the Printer Surfaces 

Use a clean, slightly damp cloth to wipe dust and dirt from the surfaces of the printer. 
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Performing the Test Print 



In addition to the Nozzle Check Pattern, you can print a Demonstration test pattern. 

This test print demonstrates, with simple graphics and text, the color capabilities of this 
printer. 



BJC-85 

Color Bubble Jet 
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design; standard liniversal adapter and the optiona] 
portable kit with 200-page battery life for added 
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I 


s 


■High quality printinn: Canon's Drop Modulation 
Technology offers professional quality output with 
regular and small dots for smoother color gradations, 
a wider color range, and less visible dots. 


■Professional performance: Quick, crisp black 
printing and brilliant, fast color printing. 


i 


a 


■Wireless printino: Built-in infrared interface, IrDA 
Ver.1,1, gives hassle-free wireless printing. 


I 


^ 


■Color Image Scanner Cartriqe IS-12 (optional): By 
simply swapping cartridges the BJC-85 becomes a 
360 dpi color sheetfed scanner. 


i 




• Excellent software compatibility: Versatile 
compatibility with Microsoft® Windows® 98 / 95, 
Mac OS 8.1 or later*. 


! 


^ 


■Superb paper handling: The built-in 30-page auto 
sheet feeder feeds plain, photo, and coated papers, 
as well as envelopes, transparencies, and other 
Canon media. 






•Outstanding image quality: Three exclusive 
technologies work together so that your images 
always look their very best; Photo Optimizer, new 
color image-processing system, and Image Optimizer. 






■Guaranteed worldwide: Canon's International 
Warranty System provides worldwide repair service. 






* USB I/F model only 
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Performing the Test Print 

1 Set a sheet of plain paper in tine printer. 

2 Press tlie POWER button to turn tlie printer off. 

3 Press and hold the POWER button until you hear one beep, then release 
it. The Demonstration beings to print. 

Note !► You can also print the Demonstration from the Maintenance tab in the 

printer driver. 

1^ Printing With Windows 
^ Printing With IVIacintosh 
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Transporting the Printer 



Follow this procedure to pack the printer carefully for transporting to a service center or for 
long term storage. Use the packing material that you saved when you unpacked the printer. 

■ Packing the Printer 

1 Press the POWER button to turn the printer off. 

2 If there is any paper in the sheet feeder, remove it. 

3 Unplug the AC adapter power cord and interface cable from the printer. 

If you have installed the battery from the optional Portable Kit NK-300, 
remove the battery. 

4 Close the top cover. 

Note !► You can leave the BJ cartridge installed in the printer. 
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Transporting the Printer 



5 Pack the printer and accessories in the original pacl<ing material. 




ACaution 




• When you carry or handle the printer, always use two 
hands to hold it to prevent accidentally dropping and 
damaging it. 

• If you are transporting the printer by automobile, do not 
allow the printer to remain inside the vehicle if the 
temperature is extremely hot or cold. 

• Protect the printer from sudden shocks and strong vibrations during 
transport. 
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Transporting the Printer 

■ Shipping tiie Printer 

Before shipping the printer by special delivery or post: 

• Tape the lid of the box securely with strong tape. 

• On the box write clearly FRAGILE or HANDLE WITH CARE. 

■ Travelling Abroad With the Printer 

Here are some points to remember while travelling: 

• You can use the universal AC adapter abroad to power the printer in countries 
where AC 100~240V is used. However, you may need to purchase a power cord 
for the countries where you intend to travel. 

• X-ray or any other type of baggage inspection device will have no effect on this 
printer. 

■ Universal AC Adapter AD-360U 

The AC adapter is intended for use with this printer only; do not attempt to use the AC 
adapter with other appliances or equipment or as a power/voltage converter in another 
country. The power supply cord provided with purchase is for use in the United States or 
Canada only. For other countries, you may need a power cord rated for use with the local 
power supply. 
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Printing With Windows 



Getting Ready to Print 
Selecting tine Print Mode 
Changing the Page Size 
Windows Printer Driver Features 
Using the BJ Background Monitor 
Using the BJ Backgrounder 
Using the BJ Printer Status Monitor 



BJC 
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Getting Ready to Print 



After you have created a document with your software application and you are ready to 
print, you'll want to confirm the printer driver settings before printing. 

Note !► The method of opening the printer driver may differ slightly, depending on 

the software application. For details about starting a print job, refer to the 
documentation for your software application. 

1 First, open the printer Properties dialog box. 

Normally, to open the printer driver from a software application, select 
Print from the File menu then click the Properties button in the Print dialog 
box. 
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Getting Ready to Print 



Click the print mode icon best suited for tlie print job. 



By clicl<ing a print mode icon you automatically enable the recommended 
optimum settings for the type of document. After clicking on a print mode 
icon, select the BJ Cartridge and Media Type that you are using. 
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. Select a print mode icon. 

m^ Selecting the Print iVIode 



- The BJ Cartridge and IVledia Type 
selections change automatically, 
depending on which print mode 
icon you select. 

Check the Page Size selection. 



Page Size 

Select the page size beforehand in the software application. The first time 
you open the printer driver, click the Page Layout tab and make sure the 
selected page size is the same size selected in the software application. If 
the selected page size on the Page Layout tab is different, click the down 
arrow and select the page size from the drop-down list. 

U^ Changing the Page Size 
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Getting Ready to Print 

When you are finished with the print settings, clicl< OK to close the printer 
Properties dialog box. 
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-Click the OK button to 
close the printer 
Properties dialog box. 



4 Confirm that the printer is turned on and that paper is set in the printer. 
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Getting Ready to Print 



5 start the print job. 



The procedure to start the print job may differ slightly, depending on the 
software application. Generally, you can start the print job by clicking the 
OK button in the Print dialog box after closing from the printer Properties 
dialog box. 
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Getting Ready to Print 



A screen like the one below is displayed during printing. 
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BJ Backgrounder 

Displays the progress of the 
current print job. You can also 
use the BJ Backgrounder to 
pause or halt the current print 
job. 

^ Using the BJ 
Backgrounder 



in BJ Printer Slatus M... 



BJ Background Monitor 

Click the button on the taskbar to view 
the jobs queued for printing and the 
status of the current print job. 

^ Using ttie BJ 
Background IVIonitor 



BJ Printer Status Monitor 

Click the button on the taskbar to open the BJ Printer 
Status Monitor to view the progress of the print job. 
The BJ Printer Status Monitor opens automatically 
and displays a message if the printer is not turned 
on, if no paper is loaded in the printer, or if any other 
problem occurs. 

^ Using tiie BJ Printer Status IVIonitor 
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Selecting the Print IVIode 



The following default Print Mode settings are available: 



This Print Mode selects standard quality for documents that contain only 
st^rd word processed text. Use this setting when you have either the BC-1 
Black or BC-1 1e Color BJ Cartridge installed and you are using plain 
paper. 

[^ This Print Mode is for faster printing with slight loss in quality to print 
T^{ drafts for proofreading and checking; this setting consumes less ink. 

Use this setting when you have either the BC-1 Black or BC-1 1 e Color 

BJ Cartridge installed and you are using plain paper. 

p] This Print Mode produces standard quality for documents that contain a 
W mixture of text, graphics, photographs, and illustrations. Print quality is 
adjusted automatically by recognition of what is on the page (text, 
photograph). Use this setting when you have either the BC-10 Black or 
BC-1 1e Color BJ Cartridge installed and you are using plain paper. 

This Print Mode is a good choice for color photographs or any type of 
image with gradations of color. It provides high quality printing with 
the BC-1 1e Color BJ Cartridge. 



B/ 



Phcto 



This Print Mode is the best choice for photographs or any type of graphic 
su^hoio image with a wide range of gradations in color tone. It provides the best 
quality printing with a BC-12e Photo BJ Cartridge. High Resolution 
Paper is automatically selected and recommended for printing with this 
selection. 
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Selecting the Print IVlode 



Selecting the Print Mode 

1 In the Main tab of the printer Properties dialog box, choose one of the 
Print Mode icons. 



The name and 
icon for the 
current setting 
are displayed 
here. 
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Selecting the Print IVlode 

Make sure that the BJ Cartridge and Media Type settings are correct for 
the BJ cartridge and paper installed in the printer. If necessary, use the 
pull-down menus to change the settings. 
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Selecting the Print IVlode 



■ Adjusting and Saving Print Mode Settings 

If you change any of the default settings, you see the words "User-Modified" displayed 
below the icon. 
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You can print with the modified setting(s) one time (the defaults are restored immediately 
after the print job executes). If you intend to use these settings often, you can save the new 
print mode, and then select it easily the next time. 
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Selecting the Print IVlode 

To save a new print mode 

1 After changing the setting(s), right-click the User-modified icon and select 
Save As from the pop-up menu. 
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Selecting the Print IVlode 



Click the Title box and enter a name for the Print Mode settings. 
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3 Click the Save button and click the OK button. 

The new print mode is saved and the settings are enabled as the current 
settings. 

To remove a print mode 

1 In the Choose Print Mode panel, right-click the icon that you want to delete 
and select Delete from the pop-up menu. 

2 When the message asks you to confirm that you want to delete the print 
mode, click the OK button. 



Printing With Windows 90 



Changing the Page Size 



You usually select the page size with a setting in your software application. 

The first time that you execute a print job, follow the procedure below to confirm that the 
page size setting in the software application is the same in the printer driver. If the settings 
are not the same, select the correct page size in the printer driver. 

1 Open the printer driver and select the Page Layout tab. 
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Changing the Page Size 

If the Page Size setting is not tine same as tine setting in tine software 
application, click the down-arrow and select the correct page size from the 
drop-down list. 




This example shows Letter selected. After making your selection, click the 
OK button. 



Notel^ 



Make sure the paper you load in the printer is the same size you select in 
the printer driver. If the size of paper in the printer and the Page Size 
setting do not match, the printer cannot execute your print job normally. 
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Windows Printer Driver Features 



The printer Properties dialog box has four tabs with buttons and check boxes you use to set 
up a print job. 



Main Tab 
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Choose Print Mode 



The Print Mode icons hold the default settings for a 
variety of common print jobs. 

i^ Selecting the Print IVIode 
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Windows Printer Driver Features 



A Current Settings Displays tine currently selected icon. 



^ 



Photo 
'User-modified) 




A BJ Cartridge 



Print 



A Grayscale Pri 



A Media Type 



If you change any setting for a default icon, the 
"User-Modified" notation is displayed below the icon 
in the Current Settings box. You can use the current 
settings to execute the next print job, or you can 
register the settings as a new print mode. 

If the currently selected icon has just been deleted, 
the "No Info" notation is displayed, in this case, click 
another icon to select it. 

Select a BJ cartridge from the drop-down list. Select 
Black, Color, or Photo. 

Check the box f? to print a color image in 
grayscale. When Grayscale Print is off, color images 
are printed in color. 

Select a Media Type from the drop-down list. 
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Windows Printer Driver Features 



A Illustrated guideline The (A) graphic displays the current selections for 

the Orientation and Paper Feed method. 
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A] Direction: Portrait 
Feed: Auto Feeder 



Advanced... 
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About.. 
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Defaults 



The Page Size, Orientation, and other settings 
change to reflect the settings on the Page Layout 
tab. 

t^ Page Layout Tab 

If you select an envelope setting (#10 Env. or DL 
Env.), Orientation is automatically set for Portrait. 
The Paper Feed method for this printer is always 
Auto Feeder. 

Click the Advanced button to customize the current 
Print Mode. You will see the Print Mode Properties 
dialog box. 

^ Print Mode Properties Dialog Box 

Displays the version number of the printer driver and 
the copyright information. 

Restores all settings to their default settings. 
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Windows Printer Driver Features 



Page Layout Tab 
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A Page Size 



Orientation 



Usually the Page Size is set with the software 
application. If the printer driver Page Size setting is 
not the same as the page size selected by the 
software application, you must change it here. Click 
the down-arrow and select the correct page size 
from the drop-down list. 

U^ Changing the Page Size 

Click either button to select an Orientation. 
Portrait For normal printing 

Landscape For documents rotated 90 degrees 
for printing 
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Windows Printer Driver Features 



A Printing Type 



Clicl< tine appropriate button to select liow you want 
to lay out the print job. You'll want to select "Normal- 
size Printing" for most print jobs. 

1^ Printing Type Settings 



Printing Type: 

(* Normal-size Printing 
C Scaled Printing 
C Page Layout Printing 
C Booklet Printing 
C Posjer Printing 




^ Printer Paper Size 



Preview area 



Allows you to select the size of the paper loaded in 
the printer after you have selected Scaled, Page 
Layout, Booklet, or Poster Printing. Click the down- 
arrow and select a paper size from the drop-down 
list. If the size selected for the Printer Paper Size is 
not the same as the size selected for Paper Size 
above, then the printed document is enlarged or 
reduced as required to fit the size of the paper in the 
printer. 

Allows you to preview how the printed document will 
appear before executing the print job. If you have 
selected a stamp or artistic background for the 
document, you can preview how these will appear. 
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Windows Printer Driver Features 



A Background Printing Allows printing jobs to execute in the background 

while you perform tasks with other software 
applications. Background Printing is normally 
enabled to allow you to use all of the features on the 
Page Layout tab. Click the Background Printing box 
to turn this feature on and off. 

Tip: The following features are not available 
when Background Printing is off: Copies, 
Reverse order, Collate, Duplex Printing, 
Long side stapling. Short side stapling. Page 
Layout Printing, Booklet Printing, Poster Printing, 
Printer Paper Size. 



^ Copies 

A Reverse Order 

Collate 



Enter the number of copies (1 to 999) that you want 
to print. 

Prints sequentially from the last page to the first so 
the copies are stacked in order as they are printed. 

Ensures that each copy of the document is printed 
one at a time and in the correct page order, 5, 4, 3, 
2, 1 if you selected Reverse Order, or 1 , 2, 3, 4, 5 if 
you did not select Reverse Order. When this feature 
is off, the specified number of copies for each page 
(1, 1, 1,2, 2, 2) is printed. 
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Windows Printer Driver Features 



^ Duplex Printing 



<D 



Printer control.. 



Selects whether each sheet is printed on both sides 
(front and back). Click the check box to turn this 
feature on and off. 

After you click the check box, you can select the 
binding method, which leaves extra space on the 
margin for stapling. Click the appropriate button for 
the side where you want to bind the document. 

(* Long side stapling 

(• Short side stapling 



I 



Tip: When you set up a print job for Duplex 
Printing, check the Media Type settings on the 
Main tab and make sure Plain Paper is selected. 

^ Using Duplex Printing 



Click this button to open the Printer Control dialog 
box. 




"1 Cancel Defaults Help 
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^ Printer setup 
during spooling 



Windows Printer Driver Features 

Clicl< this box to conduct printer setup wliiie tlie print 
job is spooling. The printer will be ready to print as 
soon as data is sent to the printer after spooling is 
complete. Otherwise, the print job spools; after 
spooling is complete and the print data is sent to the 
printer, printer setup begins. 

Using Duplex Printing 

You can print a document with printing on both sides of each sheet and 
specify the size of the margin for binding the left side or top of the printed 
document. 
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Note !► You can execute duplex printing only with plain paper or Canon Bubble 

Jet paper. If the document contains dense color images, which require a 
large amount of ink to print, you may not be able to use Duplex Printing 
because the ink will show on the other side of the page. 
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Windows Printer Driver Features 
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7 On the Page Layout tab, click the Duplex Printing box. 

2 For the binding method, click the button for "Long side stapling" or "Short 
side stapling." 

Note !► When you execute Duplex Printing, you must print one side, and then set 

the ejected page back in the sheet feeder to print on the other side. When 
the print job starts, the first side prints. Follow the instructions on screen to 
load the printed sheet and click the OK button to print on the other side. 
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Windows Printer Driver Features 



■ Printing Type Settings 

You make the Printing Type settings on the Page Layout tab. 

Normal-size Printing 
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A Normal-size Printing Prints the document at normal size without 

enlargement or reduction. After using Scaled, Page 
Layout, Booklet, or Poster Printing, click this 
button (? to restore normal size printing. 
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Scaled Printing 

Scaled Printing allows you to automatically enlarge or reduce the size of the printed page 
by loading larger or smaller paper in the printer and changing the Printer Paper Size setting. 



Page Layout I Stamp/Background] Mai 



Page Size. 




■ -?l><l 



Z3 JLelterSSOnll 00 in _j 

Orientation: f^ Portrait ^ Landscape 

Printing Type: i 

r Hjmd iztPrinfirg j^gn^g. 

* L_^^ Pag>-Laj,3ufFrir-iirrg 
r Bi MHtPnntit q 

C Poster Printing 
^,s Printer Paper Size 
^ |Letter8 50n11 00 in ^ 



^2 r Reverse order 

^J r Cfillate 

^ Long-side stapling ^ Short-side stapling 



A Scaled Printing 



A Scaling 



Click the button (^ to enable scaled printing. After 
you click this button, the Scaling spinbox appears on 
the right. 

Enter a number directly into the entry box or use the 
arrows on the spinbox to set the percentage of 
enlargement or reduction. You can enter a number 
within the range 10 to 400%. 
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Page Layout Printing 

Use Page Layout Printing to print two or four pages at reduced size on one slieet of paper. 
This printing metliod not only saves paper, it is also useful for printing double-page pictures 
or charts, and printing pages for binding. 



ffii,ii,i,;jjiiii 



iTrn 



Main P^ge LavOLit | stamp/BackgroLird | Maintenance | 



Ml SsilJE 

ZS jLellerS.SOKll.DOir 



I 1 C Scaled Prirling 

g^ - 




OrientatioiT tl" Portrajl ^ Landscape 
Printing Tjipe: 

C^ Norma I- size Punting 



Page Layout Printir Specify... 

C Booklel Pimbng 
C Poslsr Printing 



zi 



f" Long-iidejtapling (" Short-side stapling 
Printer c anil dI . Dejaulls 



lisaBti 




DK j Cancel | Delaults | Help | 



o 



A Page Layout Printing Allows you to print 2 or 4 document pages on the 

same sheet. Click the button (^ to enable Page 
Layout Printing. After you click the button, the 
Specify button appears on the right. 



Specify.. 



Q Pages 



Click this button to open the Page Layout Printing 
dialog box. 

Select the number of pages that you want to print on 
one sheet. 
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A Page Order 



Frame Border 



Windows Printer Driver Features 

Select the order in which you want the pages to print 
on the sheet. 

Clicl< the check box to print a frame border around 
each document page. 



Booklet Printing 

Bool<let Printing is a special feature of Two-sided Printing. The pages are printed four to a 
sheet (two pages each on front and back) and ordered in such a way that the pages will be 
numbered consecutively after they are folded together and bound. 



Page Laiigut | S la mp/Back ground | Maintenance ] 



— ^1 I -n.,, a cri 




Z3 [Letter S.50 x 1 1 00 

Oiientation: ^ Portrait <" Landscape 
Printing Tjjpe. 

(" Hoimal-si;e Printing 
t, r" Scaled Printing 
.-^l|r" Page La^oLiI Prirlirc 



(• Booklet Printing 
C FoJter Printing 



3.50x11 00 in 



r Reverse order 
■] r Collate 
(• Long-side stapling C Short side stapling 



Printer control.. 



OK I Cancel | Apply | Helf 




Delaults 



OK I i:ancel | Defaults | Help | 



A Booklet Printing 



SpecifjJ.. 



Click the button to enable Booklet Printing. After you 
you click the button, the Specify button appears on 
the right. 

Click this button to open the Booklet Printing dialog 
box. 
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A Insert blank page Determines how pages are arranged 



A Staple 



left side 



A Stapling margin 



O 



Frame Border 



None 

Right page 
Left page 



I 



All pages printed in order with no 
blank pages inserted 

Right pages printed as blank pages 

Left pages printed as blank pages 



Tip: For O and O the settings may change 
depending on the Page Size and Orientation 
settings. 



Select the side where the printed document is to be 
stapled. Click this button to print the pages for 
stapling on the left side. 

Enter a number to set the width of the stapling 
margin, measured from the center of the page. 

Click the check box to print a frame border around 
each document page. 
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Poster Printing 

Poster Printing allows you to print an original enlarged to print on 4, 9, or 16 sheets. You 
can then cut along the marks that print on the page margins and paste or tape the sheets 
together to form one large poster. 



QBMaZ!!; 



DEI 



Hair Page Layout | Slamp/Background | Mainlenaree | 



m 



m 



Bf 






8.50n1100in 
Oiieritation: S" Portiait f 
Prinlirg TjJpe: 

C Normal-size Prinlirg 




A Poster Printing 



Specify.. 



Enlarges the original image then divides and prints it 
onto the number of sheets that you specify. The 
printed sheets can be assembled to form one large 
poster. 

Click this button to open the Poster Printing dialog 
box. 
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Image 



divisions 



Print "Cut/Paste" 
in margins 

Q Print "Cut/Paste" 
lines in margins 

Preview area 

This page not printed 




Clicl< tine button to select the number of pages for 
the image to be printed on. 

g, 2 X 2 Total of 4 pages print 

■i^' 3 X 3 Total of 9 pages print 

© 4 X 4 Total of 16 pages print 

■ Tip: The greater the number of pages, the larger 
the poster. 

Click the check box to print "Cut" or "Paste" in the 
margins to be used as guidelines when assembling 
the poster. 

Click the check box to print dotted lines in the 
margins to be used as guidelines when assembling 
the poster. 



In the preview area, click any page to de-select it 
for printing. Pages with artistic backgrounds are 
not printed. 

Right-click the preview area to open the pop-up 
menu and select "Print all pages" to print all pages. 

Right-click the preview area to open the pop-up 
menu and select "Delete all pages" to delete all the 
pages. 
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■ Stamp/Background Tab 

A selection of default stamps (IMPORTANT, CONFIDENTIAL, etc.) are available for 
immediate use, or you can create your own stamps in bold color with borders. 

You can also print a colorful bitmap file behiind text as a background to create an artistic 
effect. By adjusting thie density of the background printing, you can experiment with a 
variety of effects. 



QHMaaiBQ 




A Stamp 



Select one of the default stamps from the drop-down 
list. 



A Place stamp over text Click this check box to print the selected stamp over 

the underlying text on the document page. 

A Stamp first page only Click this check box to print the stamp only on the 

first page of the document. 
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O 1^ 



Define Stamp... 



^ Background 

A Background first 
page only 



Select Background... 



o 



Preview area 



Click this button to adjust the settings of the selected 
stamp or to create a new stamp. 

^ Using the Stamp Settings Properties 
Dialog Box 

Select a background pattern from the drop-down list. 

Click this check box to print the background only 
on the first page of the document. Otherwise, the 
background prints on every page of the document. 

Click this button to adjust the settings for the 
selected background or to create a new background. 

^ Using the Background Settings 
Properties Dialog Box 

The stamp and background that you select are 
displayed in the preview area so you can see how 
the page will appear after printing. 
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■ Using the Stamp Settings Properties Dialog Box 

Click the Define Stamp button on the Stamp/Background tab to open the Stamp Settings 
Properties dialog box. Use the Text, Color, Placement, and Save Setting tabs to create and 
position a stamp for printing. 



Notel^ 



The screen below shows the "SECRET" stamp selected. If None is 
selected under Stamp on the Stamp/Background tab, nothing is displayed 
in the preview area after you click the Define Stamp button until you enter 
some text for the new stamp in the Stamp Text box. 



0990 



^ 



m^snmm 



Tent ] Color | Placement] Save settings | 




Text tab 



A Color tab 
A Placement tab 

A Save settings 



Define the text and font of the 
stamp. 

Specify the color of the stamp. 

Specify the position of the 
stamp. 

Specify the name of the new 
stamp. 



Notel^ 



Use the online help to find out about each setting. 
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■ Using the Background Settings Properties Dialog Box 

Click the Select Background button to open the Background Settings Properties dialog box. 
Use this dialog box to select backgrounds for display. Two artistic backgrounds, Sample 1 
and Sample 2, are provided. 



o o 


^^ ■ ii 


Background j Save 


etiinqs j 




^^^I^^^^HiL 








^^^^^^^^1 


File: 






Layout Method: 
r? FiJIp^e 
C Fit to paper sire 
C Set position 
^_ PasitiiDn 


■ ' ^ 


^m Y-Po$ilior 
Intemilii: 


1 m 


j^^^^ 11 




r Select File.. | D 


efaulls 1 




















1 DK 1 Cancel | 


Help 











A Background tab 
^ Save settings 



Specify the file to use as the background, the layout 
of the file, and the intensity. 

Specify the name of the new background. 



Notel^ 



Use the online help to find out about each setting. 
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Maintenance Tab 



Use the Maintenance tab to perform routine tasks like cleaning the print heads and 
changing ink tanks. To start a procedure, click an icon and, when a message is displayed, 
click the OK button. 



O 

o 
o 



o 



'■™i^"*'H=iiw 



Main ] Page Laj^ out j SI amp/ Background Maintenance ] 



Print Head 
Cleaning 



Change 

BJ Cartridge 



C^ ^ 



A] j 



@ 

a 



m 



m 









@ 

a 






II 






R3 



grm 



Start StatLii Monitor 



A Print Head Cleaning Clean the print heads when the print quality is not 

satisfactory. 

"0 Click to clean the print head 

^1 Click to deep clean the print head 

^ Cleaning the Print IHead 
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Notel^ 



Deep cleaning the print heads consumes inl<. Deep clean the print heads 
only after consecutive print head cleanings fail to improve the print quality. 



Test Prints 



^ Change Ink Tank 



Click either button to start a test print. 

1^ Prints the standard demonstration sheet 

1^ Prints the Nozzle Check Pattern you use to 
check the condition of the print heads 

^ Printing a Nozzle Check Pattern 

^ Performing the Test Print 

Click the appropriate icon when you need to replace 
an ink tank. 

|§| Replace the black ink tank in the BC-10 Black 
BJ Cartridge 

|i| Replace the color ink tank in the BC-1 1e Color 
BJ Cartridge or BC-12e Photo BJ Cartridge 

Hj Replace the black ink tank in the BC-1 1 e Color 
BJ Cartridge or BC-12e Photo BJ Cartridge 

3 Replace both black and color ink tanks in the 
BC-1 1 e Color BJ Cartridge or BC-1 2e Photo 
BJ Cartridge 

11^ Replacing Ink Tanks 
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A Change BJ Cartridge Click tine appropriate button wlien you need to 

replace a BJ cartridge. 



!i. 



ii Install new BC-10 Black BJ Cartridge 



Replace BC-11e Color BJ Cartridge or BC-12e 
Photo BJ Cartridge 

IP] Replace BC-10 Black BJ Cartridge 

l||| Install a new BC-1 1 e Color BJ Cartridge or 
BC-12e Photo BJ Cartridge 

1^ Replacing a BJ Cartridge 



A Power 

O 



Start status Monitor 



Custom Setting.. 



^^ Click to turn off power to the printer. 

Opens the BJ Printer Status Monitor. 

^ Using the BJ Printer Status l\/lonitor 

Opens the Custom Setting dialog box. 



lillUJmJJIIJW 



El 



3 hows a ample desciiplion of Ihe eurrarHy selecled feature. 



Click the check box to turn on the low-ink 
alert and then click the Send button to enable 
the setting on the printer. 
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■ Print Mode Properties Dialog Box 

You open the Print Mode Properties dialog box by clicking the Advanced button on the 
Main tab. The name of the currently selected print mode icon is displayed in the title bar 
(Standard Properties, DTP Properties, etc.). 

Quality tab 



OBBMaa 

QuaUtV I Special EtFecIs] Color ] Sa^ 



o 



a 



BJ Cartridge. |^ 



I "^ |lr Greyscale Pnnl " 



Media Type: | Plain Paper 



^ 



Paper Feed: JAuto Feeder 



3 



Fast 



Fine 



Halttoning: li/ Aub: 



■J [f\ 



Fine(Fait) Fine Diffusion 



|| Image Dptim 



HLnl~ Photo OptirriiMr 
* \^V\ |~ Whole Page . 



I 



OK J Cancel 



J Help 



o 



o 



^ BJ Cartridge 
A Grayscale Print 
^ Media Type 



Same as the BJ Cartridge option on the Main tab. 
t^ Main Tab 

Same as the Grayscale Print option on the Main tab. 
^ Main Tab 

Same as the Media Type option on the Main tab. 
1^ Main Tab 
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A Paper Feed Click the down-arrow and select paper feed method 

from the drop-down list. 

Auto Feeder Select for continuous paper feed from 
the Sheet Feeder. 

Manual Feed Select for manual feed, one sheet at 
a time. 

A Print Quality Drag the button on the slide bar left or right to adjust 

the quality of the printed image. 



Print Quality 



Fast Fine 



Slide the button to the right to print a better quality 
image and slide to the left to increase printing speed 
(quality may deteriorate slightly). 
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Windows Printer Driver Features 

Select one of the four methods to create mid-range 
color tones for printing. 

^ Auto: Automatically selects the most suitable 

method for halftoning based on the colors in 
the document. 

Simplifies the halftoning process to achieve 
high-speed printing. 



Fine|Fast] 



Creates sharper color boundaries. 



Creates not only sharper boundaries but 
also creates finer intermediate tones. 



A Image Optimizer 



A Photo Optimizer 



Smoothes photographic and graphic images by 
removing jagged edges that tend to appear when an 
image is enlarged for printing. 

Allows you to adjust the color balance of images 
captured with a digital camera. 



Printing Witin Windows 1 1 8 



Windows Printer Driver Features 

A Whole Page Allows you to adjust multiple graphic images on the 

document page. This setting is available only when 
the Photo Optimizer is enabled. Click the box to 
apply the Photo Optimizer option to the entire page. 
Otherwise, the Photo Optimizer is applied only to the 
graphic or photo images on the page. 

Tip: 

• Normally, click this box off to apply the Photo 
Optimizer only to graphic or photo images. 
However, if the page(s) contain trimmed or 
rotated images, click this check box on. 

• The Photo Optimizer can be used with 
Background Printing. 
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Special Effects tab 



wmma-Jimm 

Qualilv Special Etfect5 j Color j Save | 




A Simulate Illustration Enabling this feature converts a 256-color image so 

it appears to be an illustration. 

When Simulate Illustration is on, drag the button on 
the slide bar left or right to set the Contrast to one of 
the four settings. 



|7 iSimulate liiustrdtiori ^^^^| 



Set to the left for a darker image, or set to the right 
for a brighter image. 
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I 



Windows Printer Driver Features 

Tip: You can turn on Simulate Illustration feature 
and then select one of the Monochrome Effects 
below. 



Note 1^ When the Background Printing option on the Page Layout tab is turned off, 

all of the options on the Special Effects sheet are grayed out and disabled. 

A Monochrome Effects Enabling this feature converts a full-color image to a 

single color for printing. 

After clicking the check box, click the appropriate 
button to select the color (Sepia, Blue, Pink, Green). 

To create your own monochrome effect, click the 
Select Color button and then drag the button on the 
slide bar left or right to adjust the color, or click the 
arrows on either end of the slide bar to adjust the 
color. 

The color is displayed 
here as it is adjusted. 
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Color tab 



lllMBIBJmSMl 



grnn 



Quahl^ I special Elfecis Color | Sa\ 



R Coloi^diu.rment 



I 



IjDlar Balance 

Cvar * r 

Magerta: < I 

Yellow: J_C 

Black: *J^ 



-_iJ 



OtilputSli'le: I Auto _ 

Brightness: I Normal 



I 



A Color Adjustment 



Q UselCM 



H : ^ 



- 



O 

o 
o 



Click the check box to enable all the Color Balance 
slide bars and options. 

I Tip: When the Color Adjustment box is checked, 
the Color Balance, Output Style, and Brightness 
features are enabled. 

Click the check box to enable iCM (Image Color 
Management) for Windows 98. 
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Tip: 

•This check box appears only when the printer 
driver has been installed for Windows 98. After 
ICM is selected, all other options on the Color 
tab (Color Balance, Output Style, Brightness) 
are disabled. 

• If you click the ICM check box on, make sure 
that Background Printing is selected on the 
Page/Layout tab. If Background Printing is off, 
you may not be able to use other settings 
correctly. 

A intensity Drag the button on the slide bar left or right, or click 

on the left or right side of the slide bar, to adjust the 
Intensity (the amount of ink used in the print job). 

^^^^0 g ■ j ' g 

Select a setting to the right for a darker image or the 
left for a lighter image, with the range -50 to +50. 
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O 



Color Balance 



Q Output Style 



Drag the buttons on the slide bars to the left or right, 
or click the arrows on either end of the slide bar, to 
adjust the color balance for each printed color. 



Color Balance 
Cvar: 
Magenta: 
Yellow: 
Black: 








<l 


1 


>l 








<| 




^H ^1 


^i 






1 


► 1 








^1 


^H 









Color balance can be adjusted within the range -50 
to +50. Slide the buttons to the left to lighten the 
colors or to the right to darken the colors. 

Specifies how you prefer printed output to 
emphasize intermediate tones or produce bright 
primary colors for printed photographs and graphics. 

Auto Automatically recognizes the type of 

image data and selects the best 
matching method. 

Accurate Accurately reproduces intermediate 
tones such as skin, sky, and natural 
green colors. 

Vivid Prints bright primary colors for 

computer business graphics, such as 
line and bar charts. 



Printing Witin Windows 1 24 



A Brightness 



Save tab 



Windows Printer Driver Features 

Adjusts the contrast between intermediate tones 
that fall between white and black (Normal, Light, 
Dark, Very Dark). Adjusting the contrast from Light 
(no correction) to Very Dark makes the overall image 
brighter, with stronger contrast in the light areas and 
lower contrast in dark areas. 






lllMBIBJmSMl 



EM 



Quality I Special Elfecis | Colour Save 
Saved Settings: 



II 




Draft DTP Photo 
I Jj 



i~r- 



■ IiHe: Slandard 



i!j £1 -Jil 



Selects optimum settings lor printing te 



J. 



o 



o 



A Saved Settings panel Lists all the saved print mode icons and their names. 

Select an icon here to edit or delete icons from the 
panel. After you select an icon here, the Title and 
Description are displayed below. 
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A Move icon buttons 



Title 



^ Icon Selection 



A Descript 



ion 



Allow you to change the order of appearance of the 
print mode icons in the Choose Print Mode panel on 
the Main tab. 

>^| Select the icon in the Saved Settings panel and 
-^ click this button to move it one position to the left 
every time you click the button. 

1^ Select the icon in the Saved Settings panel and 
-^ click this button to move it one position to the 
right every time you click the button. 

To save the current Quality and Color tab settings to 
a new print mode setting, enter a title here. If you 
select an icon in the Saved Settings panel, the title 
of the selected icon is displayed here. 

Select an icon from this panel to save with a new 
print mode, or to change the icon of the print mode 
currently selected in the Saved Settings panel. 
Select a new icon here, click the Save As button, 
and enter a new name for the icon. 

If you are saving a new print mode icon, enter a 
description that will identify the icon, or enter a new 
comment for the icon selected in the Saved Settings 
panel. Click the Save As button and enter a new 
name for the icon. You can edit the description 
displayed here. 



Printing Witin Windows 1 26 



Windows Printer Driver Features 



O H 



Save 



e L 



Delete 



O E 



Open.. 



Click this button to save all the tab settings (Quality, 
Special Effects, Color) with the new selected icon 
and description. You can then select the new print 
mode from the Choose Print Mode panel on the 
Main tab. 

Deletes the icon selected in the Saved Settings 
panel. 

■ Tip: This button is grayed out and disabled if a 
standard icon is selected. 

Click this button to save an icon selected in the 
Saved Settings panel under another name. 

■ Tip: This button is grayed out and disabled if a 
standard icon is selected. 

Click this button to open a saved icon and restore it 
to the Choose Print Mode panel on the Main tab so 
it is available for selection. 
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Using the BJ Background Monitor 



The BJ Background Monitor allows you to monitor the progress of document print jobs 
executing in the background. Use the BJ Background Monitor to view print jobs queued for 
printing, remove them from the queue, or change the order of execution in the queue. 

Note !► • You can use the BJ Background Monitor to adjust background printing 

priorities and to change the directory to store print data files temporarily. 

• The BJ Background Monitor is available only when Background Printing 
is checked on in the printer driver Page Layout tab. 

■ Opening the BJ Background Monitor 

When the Background Printing option on the Page Layout tab is checked, the BJ 
Background Monitor button will appear automatically in the Windows taskbar when a print 
job starts. 

To open the BJ Background Monitor, click the BJ Background Monitor 
button in the taskbar. 



^ Vacation Spots in Boltor - 



J Backg[QurdMQ...||^CJRSTR : Amazon World 



" Canon BJ Background Mo..., 
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The BJ Background Monitor opens and displays tine names of tine 
documents queued for printing. 



File Edil Opiion Help 



ApplicationyPrint Document I Page[s] (Size) I Time/Date 



:m^ 



|S Amazon World 
Anrud Report 
Vacation Spots in Bcltor 



4page|51 K| 
4page|51 K| 
5page(53K) 



12:1046 PM 07/15/1999 
12:11:48 PM 07/15/1 999 
12:1208PM 07/15/1999 



~J 



J| 



- Drag the column boundaries 
left or right to adjust the width 
of the columns for better 
viewing. 



Application/Print Document 

Displays the name of the document and application for each document in 
the queue. The documents are listed in order of execution, and the 
document currently printing is marked with the JlL icon. 



Page(s)/Size 

Displays the number of pages in the document and the size of the file. 

Time/Date 

Displays the time and date that each document was selected for printing. 
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■ Changing the Print Order in the BJ Background Monitor 

Note 1^ • The print job that is currently printing cannot be removed from its 

position at the head of the queue. 

• While the order of execution is being changed, the current print job will 
automatically pause temporarily. 



Point to the name of the document that you want to move in the queue. 



file Edil Qplion Help 



ApplicationyPrint Document I Page[s] (Size) I Time/Date 



B Amazon World 
Anrud Report 



4page|51 K| 1 2:1 4G PM 07/1 5/1 999 

4paael51 Kl 1 2:1 1 : 48 PM 07/1 5>1 999 



d 



Click and drag the document to the new position in the queue. 



^le Edit Option Help 




nmHi 



Iml Documert | Page[g] [9ize| |t 



\& Affiazon World 



4paae[51 Kl 12:1 0:46 PM 07/1 5/1 9' 



4paqef51K1 12 11:48 PM 07/15/19: 
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3 When you release the mouse button, the document will be in the new 
position. 



LJ.),l.l.l.l.ll.),UJ.II.III!l!rHM 

File Edil Opiion Help 



-f^l^^^^P^Prinl Document Page[s] (Size) I Time/Date 




Cancelling a Print Job With the BJ Background Monitor 

1 Click on the name of the print job you want to cancel. 



I.IJ.),l.l.l.l.ll.),UJ.II.IIB!rHM 

File Edil Opiion Help 



ApplicationyPrint Document I Page[s] (Size) I Time/Date 



4page(51 K) 1 2:1 1 ■ 48 PM 07/1 5/1 9! 
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From the Edit menu, select Delete. 



/s^m^ssmn^ 



i firEdj^^^or Help 



3ms] 



Delete \-J , r 

■••^aw^l^'cLjment Page[s] (Size) 




A message asks you to confirm that you want to cancel the print job. 
Click the OK button to cancel the print job. 



1.1,1 J.I.IJI.MJ!J.II.III.I.HI.I.III.I1 

^^V l\ Standing by tor printing OK to delete'' 






The document is removed from the list. 



l,J.),I.I.I.I.IHU.I.Ii.lll!l!nil 

File Edit Option Help 
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Application/Print Document I Page(s) (Gise] Time/Date 



B Amazon World 



4page[51 K] 12:10 46 PM 07/1 5/1 9! 
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Closing the BJ Background Monitor 

From the File menu, select Quit. 




J ]PageM[Size) |t 



ZsE] 



The BJ Background Monitor closes. 

If you want the BJ Background Monitor to close automatically after the 
last job is printed, from the File menu, select End After Printing. This 
feature is enabled when End After Printing is marked with a check mark 
in the menu. 




3sll] 



jmeni: Page[s] [Sizi 
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Using the BJ Backgrounder 



While the BJ Backgrounder is displayed on the screen, you can use it to cancel or pause 
the current print job. 



Notel^ 



if several print jobs are queued in the background waiting to print, use the 
BJ Background Monitor to cancel any print job, including the job currently 
executing. You can also use the BJ Printer Status Monitor to cancel a print 
job. 



Cancelling the Current Print Job With the BJ Backgrounder 
1 Click the Cancel button of the BJ Backgrounder. 



fej.ii=uj=e>J!HiM..miW:«_i^i| 



Prhting ^ |;„„| |T» 

V J > 

Pause |l 



Pages: 1 / 5 
Copies' 1 / 1 



A message will ask you to confirm that you want to cancel the print job. 
2 Click the OK button to cancel the print job. 









Cancel print job? 


(^t 


W. i| ) Cancel | 
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Using the BJ Backgrounder 



Pausing a Print Job Witii the BJ Backgrounder 

1 Click the Pause button on the BJ Backgrounder. 



fcJ.II=i..tJ=»™iH»..|!B81ffl:« I I- 1 



^ 1 1 Paqse 



JW^_~j| 1^ 



Pages: 1/5 
Copies' 1 / 1 



The current print job pauses. 
2 To restart the print job, click the Resume button. 



&J.II=i..tJ=»™iH»..|!B81ffl:« I I I 

Pausing 



[r Cancel ll 

* Resume 



Peges : 1 / 5 
Copies' 1 / 1 



The current print job resumes printing. 
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Using the BJ Printer Status IVionitor 



The BJ Printer Status Monitor displays the status of the current print job. If the printer runs 
out of paper, if the paper jams, or if any other problems occur, the BJ Printer Status Monitor 
will display a message that describes the problem. 

Note !► In order to use the BJ Printer Status Monitor with Windows, bi-directional 

communication must be turned on and, if you are using a parallel interface 
cable, the cable must support bi-directional communication between the 
printer and the computer. 

Use this procedure to set the printer driver and enable bi-directional support. 

1 Open the printer driver from the Start menu. 

2 Click the Details tab and click the Spool Settings button. 
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Using the BJ Printer Status IVlonitor 

Click the button for "Enable bi-directional support for this printer" to enable 
bi-directional support. 



(* Spool print pbs tc prograni finiihes pnnhtig l-asi-er 
(^ Starl prinbng alter \a^t page ic "pcoled 
(* Start printing alter first page is spooled 

C Print directly to the printer 

pool data format: 

* Enable bi-directional support for this printer 
r Disable bi-directional support for this printer 



Restore Defaults 
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Using the BJ Printer Status IVlonitor 



■ Viewing tiie BJ Printer Status Monitor 

The BJ Printer Status Monitor opens automatically every time a print job starts. 

The screen below shows a print job executing normally: 



hI.II«l«JlfflHl.-n!niH'IWmMIH.IJM .Irl^ 



Dphnr Purl JHalp 
PrinlHr^l^lu "| Guide | 

Printer Name: |Ca™n eJC-85-USBPRN02 

Document Name lAmazon World 

■5Hn^^ 




Printing. 



"^ 



Start Time 7'18''39 10:07:35 PM 

PrograsB 23S ^ 

Pages Prinled 



Cartridge: ^Jj Black 



@ 



-This area graphically displays the current status of 
the printer and the progress of the print job. 

■ Displays the appropriate icon for the BJ cartridge 
currently installed in the printer: 



Color: BC-11e Color BJ Cartridge installed. 



Black: BC-10 Black BJ Cartridge installed. 



Photo: BC-12e Photo BJ Cartridge installed. 



The BJ Printer Status Monitor closes automatically after the print job is 
complete. 

During a print job, you will see the BJ Printer Status Monitor button in 
the taskbar. 



igaSUrtl ll g ^ ig II g Amazon World - Wold... rn- Canon BJ Background Mo 



; GJR5TR: Amazon World | l"H 



g^anSTR : Amazon World 
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Using the BJ Printer Status IVionitor 



Note 1^ 'To open the BJ Printer Status Monitor when a print job is not executing, 

open the printer driver, select the Maintenance tab, and clicl< the Start 
Status Monitor button. 

• If the "Display low ink warning" box is checked in the Custom Setting 
dialog box, the Ink Information tab will be displayed in the BJ Printer 
Status Monitor. To open the Custom Settings dialog box, click the 
Custom Setting button on the Maintenance tab. 
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Using the BJ Printer Status IVlonitor 

■ Handling Errors With tine BJ Printer Status Monitor 

If the printer runs out of paper, if thie paper jams, or if any other type of problem occurs, the 
BJ Printer Status Monitor will automatically open with a message displayed in its Printer 
Status tab. 

1 Look at the Status graphic display and read the message for a description 
of the problem. 



I, ■, i-awMi JifflHi.-n!niH'iwmMi JiiM ^-m 



DFH-.n Pnrt Help 
■Prinfpr jfatu | Guide | 

■ Printer Name: | Canon BJC-85 - LPT1 

Document Name' | Amazon Worlddoc 
Status: 




Ttii^ printer is out ol paper. | 

Load more paper, then 
prei-the RESUME button. 



J 



Start Time' 


3/24/1 9991053:48 AM 




Progress: 
Pages Printed 


bu;^ ^^^^^1 




1 




Cancel Printing | 


Cartridge: 


^ Bl.d< 




Low Ink: 







If you want to cancel the print job, click the Cancel Printing button. When 
the message asks you to confirm that you want to cancel the print job, click 
the OK button. 
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Using the BJ Printer Status IVlonitor 



2. Click the Guide tab to display a solution for the problem. 



Ill MMIIIJlLIMIIIIIIfl'HIIMHIill^ ii li ll 


□ pliors Porl Help 




Printer Status \"<^^\ \ 










%^ 












Load the paper. [Nent] 








1 


^^^I^^^^^^P <Bad.. 1 Nent> 



If the Next button is enabled, click it to display the next page of the text 
that will guide you to a solution for the problem. 

Click the Back button to return to the previous display. 

Follow the step-by-step instructions on the screen to solve the problem. 

After you have corrected the problem, the print job will re-start 
automatically. 
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Using the BJ Printer Status IVlonitor 

■ Setting the BJ Printer Status Monitor Display for Every Print Job 

If you want the BJ Printer Status Monitor to open for every print job, select "Always Display 
Current Job" from the Options menu. When this command is marked with a check mark in 
the menu, the BJ Printer Status Monitor will open for every job, not only when an error 
occurs. 

For more details about the BJ Status Monitor, click the Help button in the BJ Printer Status 
Monitor menu bar and select Help Topics to open online Help for the BJ Printer Status 
Monitor. 

■ BJ Printer Status Monitor Low-Ink Alert 

When the ink supply runs low in an ink tank, the BJ Printer Status Monitor will open and 
display a low-ink alert message. 

1 Look at the Status graphic display and read the message tab for a 
description of the problem. 



ilrf!m!lJIJmHl.-l)!Wi'l!l!mMI:lliMJnnn 



pi! 

[Dpiions Port Help 
Knte[SiS^]| Guide j Ink inlormation j 

Printer Name: |CanonBJC-85- LPT1: 



Documert Har 

Status: 




d 



Start rime: 




Progress 0% \ 


Pages Printed: 


Cancel Printing 


Cartridge: |M| Cdoiir [BC-11e] 



OP- 



-Icon of the ink tank where ink supply is low. 
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Using the BJ Printer Status IVlonitor 



2. Click the Ink Information tab to display more details about the ink tanks. 



■■■ii«i«jifflHi.-n!niH'iwmMi JiiM .w^ 

iDpliars Porl Help 



Printer Status Guidf 



^^^^ 



colour BJ cartridge 



\j The foiioMrg ink is runring low. 



Follow the step-by-step instructions on the screen to solve the problem. 

After you have corrected the problem, the print job will re-start 
automatically. 



Notel^ 



If the low ink alert is grayed out, or if the Ink Information tab is not visible, 
open the printer driver, select the Maintenance tab, and click the Custom 
Setting button. In the Custom Setting dialog box, click on the "Display low 
ink warning" box. 
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Printing With Macintosh 



Overview of Printing W\\.h the Macintosii Printer Driver 

Selecting tine Printer Driver 

Opening tine Macintosii Printer Driver 

Changing the Paper Size Selection 

Setting Up a Simple Print Job 

Macintosh Printer Driver Features 

Using the BJ Print Monitor 

Uninstalling the Macintosh Printer Driver 



BJC 
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Overview of Printing With the IViacintosh Printer Driver 



After you have created a document with your software application and you are ready to 
print, you'll want to confirm the printer driver settings before printing. 

Note !► The procedure for setting up and executing a print job may differ, 

depending on the software application. For details, refer to the software 
application documentation. 

1 First, select the printer driver. 

From the Apple menu, select Chooser and click the BJC-85 icon. Make 
sure that BJC-85 is selected under Connected To and click the Close box in 
the upper right corner of the window. 



■^■le Edit View Special Help 



^^'^^itThis Computet' 
^ /liple System Pi'ofilei' 
@ /IppleCD Audio PI ciyei- 
t^l/iUtDmiited Tasks 





Close box 



I 



\ 

BJC-35(S*rv*r) Colour SW 1500 



Colour SV 2500 Colour SV Pro 



LaJ*rVrit*r 300/LS LaserWriter 



SlyleWriter 1200 



Connected to : 



Backgrounding 
OOn #Off 



Make sure 
BJC-85 is 
selected. 
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Overview of Printing With tine IViacintosli Printer Driver 



Note !► After you select the printer driver, you do not need to select it again unless 

you want to select another printer. 

2. Select the paper size for the document that you are going to print. 

In the software application, open the File menu and select Page Setup to 
open the Page Setup dialog box. Use this dialog box to select the paper 
size. 



^gp^dit Font Size 


Check the Paper Size - 
selection. 


After selecting the paper size, v^^ 
click the OK button to close ^^^ 
the dialog box. ^^^ 




~NEVt SSN 

□pe|i... seo 


► 




ciole sew 

Sai/e *S 
.J^-^^-. 

Pi'iiit One Copy 
Quit seQ 




CrtIlOTlBir-B5 Vpi-llniia.? ^^ J 




Paper Size : 

Scale: 

Orientcitioii : 


A5 

^ A4 

D5 

Legal 

#1DEiivelDpe 

DL Envelope 

Canon I0l.6x I52.4miii 

Custom 1 

Custom 2 

Custom 3 


11 »^ IJ 










1 Cancel J 




a 






i Custom 1 


1 Utilities 1 




















height 11. OOiNch Width :S.50iNch 











• If you want to enlarge or reduce the size of the document on the page, 
click on the Scale box and enter the percent of enlargement or 
reduction, or click the arrows to open the pop-up menu and select a 
setting. 

• If you want to rotate the document and print sideways relative to the 
paper feed direction, click the Orientation icon on the right. 
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Overview of Printing With tine IViacintosli Printer Driver 



Note !► The paper size setting is normally selected in the software application, but 

you can also use this procedure to change the paper size selection. 

3 Click the print mode icon appropriate for the print job. 

In the software application, from the File menu select Print to open the Print 
dialog box then select the appropriate Print Mode icon. 






dit Font Size 



UN 
□perl 3§0 

Sbv'I XS 

Scw' As. 



^^1^. 



^„..T-^o|jy 



Quit 



Select the icon appropriate 
for the print job. 

a^ Selecting the 
Print IVIode 



Canon BJC-85 



Copies: [1 | Pages: #AII Q From | | To | | p 



BJ Cartritlge : 



Media Type : 
[ Plain Paper 



Paper Feed : 



[Auto Feeder 



□ Print Grayscale 



^ 



Print Mode: 














m 




^ 




!^ 




s 


























Curre rit Setting; iText 




! halftoning iPattem 


Options...] 


1 Color Cor 


action: 


UJ 


5t5ndar 








Apply... 1 



• To select another BJ cartridge, click the BJ Cartridge box and select the 
name of the BJ cartridge from the pop-up menu. 

• To select another media type, click the Media Type box and select the 
name of the media from the pop-up menu. 

• Paper Feed is always set to Auto Feeder. 

4 Make sure the printer is turned on and that paper is set in the printer. 
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Overview of Printing With tine IViacintosli Printer Driver 



5 start the print job. 

Click tine Print button to start the print job. 



Catinn BJC-85 






Version 3.3 ^^r^^^^ 


Copies: |l 


Pages 


«AII 


O From 1 To 1 | 


I Cancel | 


BJ Cartridge : 






Print Mode: 






1 Color 
Media Type: 




'1 


m 


^ 




# 




2 




1 Plain Paper 
Paper Feed: 




,H 


Current 5e 


btingiiT 


y± 










! halftoringiPattem 

! Color Correction : FiJ ^t^ndard 


; 1 Options... 1 


1 Auto Feeder 
n Print Grayscale 


l-l 


; 1 Apply... 1 








The BJ Print Monitor is displayed while the print job is executing. 



Use these buttons 
to pause or cancel ^ 
the current print job. 



If more than one - 
print job has been 
started, the print 
jobs waiting to print 
are listed here. 



IBJ PrintMonitor I 



imB 



\^MMM 



rtmason Vorld.txt 
Preparing io print.. 



Document Name 



Annual Report.txt 



Documents Queued : 2 



Pages Copies Receive Time 



13:41 7/24/99 



The name of the 
print job that is 
currently printing 
is displayed here. 
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Selecting the Printer Driver 



Before you can execute a print job, go to the Apple menu and select Chooser. Make sure 
that the correct printer driver is selected. 



1 From the Apple menu, select Chooser. 



^^^"le Edit View Special 
^^''^KitTliis Coniputei' 
^ fiiple System Pi'ofiiei- 
^yfppleCDAudioPiayei- 
C^ l/tu toiiitited Tasks 

1^ L^tToi Panels 



I 



2 Click the BJC-85 icon. 




Connected to : 



■ ' ' ) ' i-J ®oii ooff 
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Selecting the Printer Driver 



Note !► If the BJC-85 icon is not displayed, check the printer and make sure that it 

is turned on and connected to the computer. If the printer is turned on and 
connected, then the printer driver has not been installed correctly. For 
details on installing the printer driver, see your Quick Start Guide. 

3 Make sure that BJC-85 is displayed in the "Connected to:" panel. 



BX-85C3erYer) Color 5V 1500 



Color 5V 2500 Color SV Pro 



Las^r-Vr-itor- 300/LS LasorWritor S 



StyleVrit^r- 1200 



Connected to 



ft^^ \ Backgrounding 

, -r ,, ® Active 
AppleTalk ^ , 

O Inactive i f,2 
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Selecting the Printer Driver 



4 Click the Close box to close the Chooser and save the selection. 



Close ' 
box 






w 



BJC-35(S*rv*r) ColorSW 1500 



Color- SW 2500 Color SW Pro 



*rVrit*r 300/LS LaserWriter 



SlyleWriter 1200 



Connected to : 
BJC-85 1 



Backgrounding 
OOn #Off 



O inactive y ^ 



■ Turning On Background Printing 

To turn on background printing, in the Chooser, click the Backgrounding On button. 

With background printing turned on, you can start one or more print jobs and print in the 
background while you use other software applications for other tasks. 

With background printing turned on, you can use the BJ Print Monitor to manage print jobs 
queued for printing. 

^ Using the BJ Print Monitor 



Notel^ 



With background printing turned off, you cannot use another software 
application until the current print job is complete. 
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Opening the Macintosh Printer Driver 



Use the printer driver screens to select the paper size and other important options for a 
print job. There are two printer driver screens, the Page Setup dialog box and the Print 
dialog box. 

Note !► The names of the menus and appearances of the screens may differ 

slightly, depending on the software application. For details, refer to your 
software application documentation. 



Opening the Page Setup Dialog Box 
Opening the Print Dialog Box 
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Opening the Macintosh Printer Driver 

Opening the Page Setup Dialog Box 

1 In the software application, open the File menu and select Page Setup. 






j ftdit Font Size 



/ ' Open... 3gO 
I C\ose 3gW 

I Save 3€S 



C JEHS3SEBV ^^^ 



Print One Copy 
Quit 3eo 



The Page Setup dialog box opens. 



Canon BJC- 85 




Papei'Size : Letter 



G Bciniiei'Pi'intiiiD 
5cflle: 1 100 | % |V| 



Custom I 



n Sflve Settings 



2 Use this dialog box to select the paper size and direction of printing for the 
document. 

Click the OK button to close the dialog box and save your changes, or click 
the Cancel button to close without saving selections. 
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Opening the Macintosh Printer Driver 



Opening the Print Dialog Box 

1 In the software application, open the File menu and select Print. 



>^_l?|]B^-clit Font Size 




The Print dialog box opens. 



Catinn BJC-85 



(ipies: |l I Pages: «.AII Q From | | To | | r (.^^j.^, 



Media Type : 



mm 



[ Plain Paper 



I Details... ] 
I Option sTT] 



[Auto Feeder 



n Print Grayscale 



2 Use this dialog box to select the print quality, color, and other important 
settings for the document. 

Click the OK button to close the dialog box and save your changes, or click 
the Cancel button to close without saving selections. 
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Changing the Paper Size Selection 



You can usually set the paper size when you create the document in the software 
application, or you can set the paper size, the scale, and print orientation with the Page 
Setup dialog box after the document has been created. 

1 From the software application, open the File menu and select Page Setup. 

Note !► With some software applications, you can open the File menu, select Print, 

then click the Page Setup button in the Print dialog to open the Page Setup 
dialog box. 



idit Font Size 
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Changing the Paper Size Selection 



2. Select the Paper Size. 



Click on the Paper Size box and select the paper size from the pop-up 
menu. 



CrtTlOn BJC-85 




iqht 11 OOirich i^idth 8 SOiri. 



Orientation : 



^« I Cancel 

_M ^^^^^^' 

niel— .=T;.1 'i_Oi5tom_| 

#10 Envelope 

DL Envelope 

Canon 101.6x 152.4iiiiii 

Custom 1 

Custom? 

Custom3 



Utilities 



Note ^ If Paper Size setting in the Page Setup dialog box does not match the size 

of the paper set in the printer, printing will not execute correctly. 

3 Click the OK button. 



Canon BJC-85 




Papei'Size: [ Letter 

G Bann^i'Pi'intiiig 
Scale: 1 100 | % |V| 



n Save Settings 



[ Cancel | 
I Uistoiii { 
[ UUIitieT") 



Printing With Macintosh 156 



Setting Up a Simple Print Job 



Several print mode settings are available in the Print dialog box. You can also change the 
settings for the current print job. 

■ Selecting the BJ Cartridge 

1 In the software application, open the File menu and select Print. 




Click the BJ Cartridge box and select the name of the BJ cartridge 
installed in the printer. 



Canon BJC-85 



Cii|iles: [1 I Paoes: #)AII O From | | Tn | | f j-jn,.,.! 

..•!=.=:,^=.=r,=::^,?=.=?,:=.r* ' 



ir:z:z. : 



Media Type : 
[ Plain Paper 



Paper Feed : 



[Auto Feeder 



n Print Grayscale 



IPrintMode 



^ ^ \'J 



i Curperit5ettings:TeKt 



I Details... J 
I Options...) 
I Apply... "I 



Select Black, Color, or Photo. 

Black BC-1 Black BJ Cartridge 
Color BC-1 1 e Color BJ Cartridge 
Photo BC-1 2e Photo BJ Cartridge 
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Setting Up a Simple Print Job 



Selecting the Print Media 



Notel^ 



Some print media require special handling procedures, loading 
procedures, and handling procedures after printing. For details about 
using special print media, refer to the instructions provided with the 
print media package. 

Make sure the print media loaded in the printer is selected by name in 
the printer driver. If the Media Type setting does not match the print 
media loaded in the printer, the print job will not execute correctly. 



In the Print dialog box, click on the Media Type box and select the name of the media that is 
set in the printer. 

















= 11 Print II 


Copies: |l | Pages: f)AII From | | To 




1 Cancel | 
1 Details... | 


BJ Cartridge : 


Print Mode: 


Color ^ 
Media Type : 


fp 


^ 




■P 




g' 


P 

r 


^ Plain Paper 

Transparency 

Back Print Film 

High Glo^^ Film 
_ Envelope 


Current Se 


tting;:! 


ext 








Hdlftotimg.Pittepri 

CjIop Curp^ctioti . EJ St^rid^rd 


Options... 1 


1 Apply... J 


— ■ \ 


Kirsi 


T-Shirt Transfer 
Glossy Photo Paper 
Glossy Photo Cards 
Other Paper 
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Setting Up a Simple Print Job 

■ Selecting the Paper Feed Method 

The paper feed method may be different, depending on the type of print media. Make sure 
that the paper feed method you select is appropriate for the media set in the printer. 

Make sure that the paper feed method is selected correctly. 

If you need to select another feed method, click on the Paper Feed box and select the 
correct method from the pop-up menu. 





Version 3.3 
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Setting Up a Simple Print Job 

■ Selecting the Print Mode 

By simply clicking the print mode icon appropriate for the print job, you can automatically 
select the optimum settings for Print Quality, Halftoning, Color Correction, and so forth. 

Under Print Mode, click on the icon appropriate for the print job. 

When you open the Print dialog box, the Text ^icon is automatically selected. Use this 
setting to print a document that contains text. If you are printing a color illustration or 
photograph, select the appropriate print mode icon. 



Cannti BJC-85 



Copies : 1 Pages : i 



OFmm I I To | | 



t M'N'e 



[color 
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Media Type : I 

[ Higti Resolution Paper j ^ 
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I Details... ] 



[Auto Feeder 



mg 5cattep 



□ Print Grayscale 



- Current settings are 
displayed here. 
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Print Mode Icons 



Setting Up a Simple Print Job 



1!^?^ Text 







Graphic 

Photo 

Manual 



Select for printing text documents at normal quality. 

Select for printing graphs and other computer 
graphics with sharp color boundaries. 

Select for printing photographs and other graphics 
that use gradations of color and tone. 

Allows you to customize the Print Mode settings for 
special print jobs. 

^ Setting Up a Print Job l\/lanually 



Printing With Macintosln 161 



Setting Up a Simple Print Job 

■ Setting Up a Print Job Manually 

You can select the Manual \W} icon and select the Print Quality, Halftoning, Color Correction, 
Color Balance, and other settings for a print job. 

1 Click the Manual \W} icon, then click the Details button. 



Catinn BJC-85 
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[color 



Media Type : 
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Current Settings 



I Options...] 



Auto Feeder 



Apply... 



n Print Grayscale 



2 Select the settings for the print job. 

Open the Quality, Special Effects, and Color panels and select the settings. 



Canon Detailed Setting 



special effect; 
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Print Quality: Fast c^2l= 
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□ Photo Optimizer 
G Whole page 



[jlestore Defaults j 



Cancel | | 0K~ 
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Setting Up a Simple Print Job 

3 Click the OK button to close the dialog box and return to the Print dialog 
box. 

The settings you have selected will be used to execute the print job. 

■ Registering Manual Settings for Future Use 

After selecting the settings manually, you can execute the current print job, or you can 
register the settings under a name so you can use them again whenever needed. 

To register manual settings 

1 In the Print dialog box, click the Apply button. 

The Register Settings dialog box opens. Use this dialog box to register the 
settings under a name of your choice. 



Canon BJC-85 
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Setting Up a Simple Print Job 

To retrieve registered manuai settings for another print job 

1 In the Print dialog box, click the Apply button. 

2 Click the name of the registered settings that you want to use and click the 
Import button. 

3 Click the Close button to return to the Print dialog box. 

Click the OK button to start the print job with the imported settings. 
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Macintosh Printer Driver Features 



Page Setup Dialog Box 



o 



A Paper Size 
A Scale 

A Orientation 



Paper Size : I Letter 



I Cance~ 



Scale : | lOO | «/„ |Tj 



I Custom 



Orientation : 



nsav( 

o 



^ 



Click this option and from the pop-up menu select a 
paper size for printing. 

Enter a setting from 25% to 400% to set the rate of 
reduction or enlargement, or click the arrow [T] icon 
and select a setting from the pop-up menu. 

Click to determine the orientation of the printed 
document. 



Click for normal print jobs. 

Click to rotate the image 90 degrees, relative 
to the direction of paper feed. 



tp 
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^ Save Settings 

^^ [ Custom ~] 



Utilities 
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Grapliicaiiy displays tine print area and orientation of 
tine document, relative to the paper size. 

Click this button on to save the Page Setup dialog 
box settings. 

Click the Paper Size item and select Customi , 
Custom2, or Customs from the pop-up menu to 
enable the Custom button and then click the 
Custom button to open the Custom dialog box. Use 
the options in this dialog box to define and register a 
custom paper size. 

^ Custom Dialog Box 

Click this button to open the Printer Utility dialog 
box. Use this dialog box to perform print head 
cleaning, printing test prints, and changing ink 
cartridges. 
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■ Custom Dialog Box 

Click the Paper Size item and select Customi , Custom2, or Customs to enable the Custom 
button. Then click the Custom button to open the Custom dialog box. 



e^non BJC- 86 



A Media 
QUnit 



Medici: Custom 
Unit 




II Apply 
I Cancel 



O inni ® inch 



A Paper Size 



— Mcirgin - 
Left: 1.0 

RiQht : 1.0 



Top : 1.0 
Bottom : 2.0 



o 



Enter a name for the custom paper size in this box. 

Click a button to select the units of measure. 
© mm 

© inch Define the custom paper size in inches 



Define the custom paper size in 
millimeters 



Enter the dimensions for Height and Width, using 
the units you selected above. You can enter 
numbers within the following range: 

Height 3.94 to 23.00 inches 
(100.0 to 584.2 mm) 

Width 3.94 to 9.50 inches 

(100.0 to 241 .3 mm) 
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Click this button to register tine new paper size under 
the name you entered. The next time you open the 
Paper Size pop-up menu, this name will be available 
for selection. 



■ Printer Utility Dialog Box 

in the Page Setup dialog box, click the Utilities button to open the Printer Utility dialog box. 
Then click the panel switch and from the pop-up menu, select Cleaning, Test Print, Change 
Ink Tank, Change BJ Cartridge, or Special Settings to change the panel display. 



Canon BJC-85 Printer utility 



^ Ci^aninci 
Test Print 
Change InkT^nk 
Change &J Cartridge 
Special Settings 



fl- 



Print Head Cleaning panel 
Test Print panel 
Change Ink Tank panel 
Change BJ Cartridge panel 
Special Settings panel 
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Print Head Cleaning panei 

In the Printer Utility dialog box, click the panel switch, and select Print Head Cleaning from 
the pop-up menu. The Print Head Cleaning panel displays the icons used to start print head 
cleaning and print head deep cleaning. 



Canon BJC-85 Printer utility 



- | Cleaniri 



Printhtad ci^aninci 

Starts print-head cleaning. 



Printhead deep cleaninci 

Starts print-head deep cleaning. 



A Print head cleaning 



3 



Click these icons to clean the print heads. 

ra Click to clean the print heads if the print heads 
— have become clogged and print quality has 
deteriorated. 



^ Click to deep clean (flush) the print heads if 
five consecutive cleanings with the print 
cleaning icon above does not solve the 
problem. 



Note !► Deep print head cleaning consumes a large amount of ink, so use it only 

after five consecutive print head cleanings do not solve your printing 
problem. 
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Test Print panel 

In the Printer Utility dialog box, click the panel switch, and select Test Print from the pop-up 
menu. The Test Print panel displays the icons to start the test prints. 



Canon BJC-85 Printer utility 



-[TestPrint^ 



® 



Demo Print 

Prints a demo-print pattern. 



P] Nozzle check pattern 



Prints a nozzle-check pattern. 



| l Close II 



Test Print 



Click an icon to start a test print. 

Click to start printing the printer demonstration 



sheet. 



gl Click to start printing a Nozzle Check Pattern. 
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Change Ink Tank panel 

In the Printer Utility dialog box, click the panel switch, and select Ink Tank Replacement 
from the pop-up menu. The Ink Tank Replacement panel displays the panel with the icons 
used to change the ink tanks. 



Canon &JC-S5 Printer utility 



-| Chancie Ink Tank 



si 



:ji- 



Replace black ink tdnk 

Run black ink tank replacement process. 



|Pi| Replace color inktank 
■H]^ Run color ink tank replai 



icement process. 



Iljiil Replace black and color ink tanks 
■H]-,. I Run black dnd color ink tank replacement 

processes simultaneously. 



[ [ Closi 



A Change Ink Tank Select the icon for the ink tank that you are going 

to replace. 

Click to replace the black ink tank in the BC-10 
Black BJ Cartridge. 

Click to replace the color ink tank in the 

BC-1 1 e Color BJ Cartridge or BC-12e Photo BJ 

Cartridge (whichever is installed in the printer). 

7M Click to replace black ink tank in the BC-1 1 e 
®^ Color BJ Cartridge or BC-12e Photo BJ 

Cartridge (whichever is installed in the printer). 



m 
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Close 



m Click to replace both the black and color ink 
■^ tanks in the BC-1 1e Color BJ Cartridge or 

BC-12e Photo BJ Cartridge (whichever is 

installed in the printer). 

Click to close the Printer Utility dialog box. 



Change BJ Cartridge panel 

In the Printer Utility dialog box, click the panel switch, and select BJ Cartridge Replacement 
from the pop-up menu. The BJ Cartridge Replacement panel displays the panel with the 
icon used to change the BJ cartridge. 



Canon &JC-Q5 Printer utility 



Change BJ Cartridge 



Ftun BJ Cartridge replacement process. 



A Change BJ Cartridge 



I I Closi 



Click this icon to change the BJ cartridge 
installed in the printer with another BJ 
cartridge or the optional IS-12 Color Image 
Scanner Cartridge. 
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Special Settings panel 

In the Printer Utility dialog box, click the panel switch, and select Special Settings from the 
pop-up menu. The Special Settings panel displays the icon used to select the Low Ink 
Warning feature. 



Canon BJC-85 Printer utility 



-| Special Settings 



n Inklowwarninq. 



[ Defaults j 



Send j [[ Close j 



A Low Ink Warning 



Click the check box on, then click the Send button 
to turn on the low ink alert. 
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Print Dialog Box 




Pages 

A Copies 

A BJ Cartridge 



Current print settings are displayed here 



To print all the pages in the document, click the All 
button on. To print only part of the document, click 
the From button on then enter the page numbers to 
be printed. 

Type in the number of copies to be printed 
(1 to 999). 

Click this item, or the [T] icon and then select the 
BJ cartridge from the pop-up menu. 

Black Selects the BC-1 Black BJ Cartridge 

Color Selects the BC-1 1 e Color BJ Cartridge 

Photo Selects the BC-12e Photo BJ Cartridge 
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^ Media Type 
^ Paper Feed 



^ Print Grayscale 



.Print Mode 



o 



Details... 



Clicl< tilis item or tine [T] icon and tlien select the 
name of the media type from the pop-up menu. 

Click this item or the [T] icon and then select the 
name of the paper feed method from the pop-up 
menu. 



Auto Feeder 



Manual 



Select for continuous feed from the 
sheet feeder 

Select for manual feed one sheet at 
a time 



Click this check box on to print grayscale. 
p Prints color documents in grayscale 
n Prints color documents in color 

Select the icon that best matches the content of the 
print job. Selecting a print mode icon automatically 
sets the optimum Print Quality, Halftoning, Color 
Correction, Color Balance, and other settings. 

Click the Manual [£] icon to enable the Details 
button, then click the Details button to open the 
Detailed Setting dialog box so you can select the 
print settings manually. 

1^ Setting Up a Print Job Manually 
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^ ( Optic 



Click this button to open tine Options dialog box. Use 
this dialog box to select the page printing sequence, 
print destination, and page layout. 



^ ( Apply 



O 



Piint 



^ Options Dialog Box 

Click this button to open the Register Settings dialog 
box. Use this dialog box to register a set of print 
settings, or to import registered print settings. 

Click this button to start the print job. 



If you press and hold down the option key on the keyboard, the H pi-i»t |] button is replaced by 
the I Preview ] button. Click the Preview button to preview the print job on the screen. 



Preview Dialog Box 
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■ Detailed Setting Dialog Box 

To open the Detailed Setting dialog box, in the Print dialog click the Manual \§\ icon under 
Print Mode and then click the Details button. 

Quality panel 

In the Detailed Setting dialog box, click the Quality icon to open the Quality panel. 



Presented on all 
three Detailed 
Setting panels. 



Canon Detailed Setting 




Print Quality ; Fast ^^^ 



A Panel switching 



Pattern Scatter 



□ Photo Optimizer 
■^-^l n Whole utitie 



I jestore Defaults | | Cancel | [| QK || 



5= 



O 



- Graphic representation 
of the Print Quality 
setting selected on the 
slide bar. 



- Presented on all three Detailed Setting panels. 



Click an icon to change the panel display for the 
selected item. 

Click to open the Quality panel. 



13 



Quality 



^ Click to open the Special effects panel. 



special effects 



m 



Click to open the Color panel. 
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A Print Quality 



Slide the button on the slider bar to the left or right to 
adjust the Print Quality. 



Print Quality : Fast 



Fine 



A Halftoning 



Drag the button right for higher quality, or drag it left 
for faster printing speed with less quality. 



I 



Tip: Some Print Quality selections may not be 
available, depending on the BJ cartridge and 
media selected for the print job. 



Click an icon to select the method used to create 
halftones with arrayed ink dots. 

Select to print images with clearly defined 
boundaries between primary colors and large 
areas of uniform color. Best selection for color 
business graphics like charts, tables, etc. 

Select to print images with subtle boundaries 
and a wide range of colors and tones. Best 
selection for photographs. 
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A Photo Optimizer 



QWIioie Page 



O 



Restore Defaults 



Select to adjust the color balance of a photographic 
image scanned or captured with a digital camera. 
This setting can correct underexposed or 
overexposed photographs. 

Click the check box to use Photo Optimizer, which 
improves the appearance of photographic images. 

Selects what part of the page is selected for 
adjustment with the Photo Optimizer. Click the box 
to apply Photo Optimizer to multiply images on 
one page to adjust images individually. Otherwise, 
Photo Optimizer is applied to the whole page. 

I Tip: The default setting for the Whole Page is off. 
Check the box on if the page contains trimmed 
or rotated images on the page. With the Whole 
Page checked on, printing may be slower. 

Click this button to reset all options in the dialog box 
to their default settings. 
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Special Effects panel 

In the Print dialog, click the Manual [£] icon under Print Mode then click the Details button. 
In the Detailed Setting dialog box, click the Special effects icon to open the Special Effects 
panel. 



Canon Detailed Setting 



Sp* 


QJalit^ 

■ 

cial ?f 
Color 


eots 







J 


^f^*^\ 


PI 


^^ 



G Simulate illustmtiDn 

Contrast: . — (\ " \ 



n Monochrome effects 

O Blue 

OPink 

O Green 

O Select color ^^| 



Restore Defaults | 



Simulate Illustration 



Converts a full color image into a simulated 
illustration. Check the box to convert to a simulated 
illustration. Otherwise, the image prints with normal, 
full color. 

Contrast of the simulated illustration can be adjusted 
through four steps by sliding the button on the slide 
bar left or right. 

[^ Simulate illustration 

Co ntra st : ^ — '■ \ 



Slide right for a brighter image, left for a darker 
image. 
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Tip: You turn on the Simulate Illustration feature 
then select one of the Monochrome Effects 
below to combine these features. 



Monochrome Effects Displays a full color image in one color that you 

select from the list below. Click the check box to 
enable the color choices so you can apply a single 
color to a full color image for printing. Otherwise, the 
Monochrome Effects selections are disabled. 

To select a color: 

Click the button of the colors you want to apply to 
the image: Sepia, Blue, Pink, or Green. 

To create your own color: 

Click the Select Color button, then drag the button 
on the slide bar left or right to adjust the color. 

$) Select color ^^^ 

Color: Ci - ■-- ■ ■ ' - ' ■ > 



The adjusted color is displayed here as you move 
the button left or right. 
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Color panel 

In the Print dialog, click the Manual [1] icon under Print Mode then click the Details button. 
In the Detailed Setting dialog box, click the Color icon to open the Color panel. 



O 



& 



Caimm Detailed setting 






^ Color Correction 



Color Correction : | BJ Standard 
Matching Method : | Auto 



Printer Profile ; | Recommended byCanon tJ " 
"□Gamma Correction: {.mi ciz:^J^-^^ 



Color Balance : 




Rector? Default; 



I Cancel 



3 



^ 
« 



Click the item or the arrows [T] icon and select the 
Color Correction method from the pop-up menu. 

BJ Standard Best selection for printing on the BJ 
printer. (Always selected until you 
select another.) 

ColorSync Employs Apple ColorSync for color 
correction. 

Tip: If you select ColorSync, be 
sure to select the Matching 
Method and Gamma Correction 
settings also. 

None No color correction. 



I 
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A Matching Method 



Printer Profiles 



O 



Gamma Correction 



Clicl< this item or the arrows [T] icon and select a 
setting from the pop-up menu to select the color 
matching method. 

Auto Select for automatic selection of the 

matching method (Photo or Graphic) 
based on the content of the document. 

Photo Select to print photographs with natural 

color and tones. 

Graphic Select for documents that contain 
illustrations and graphics. 

Spot Color Select for a document with precise color 
specifications, like a color sample. 

Select the printer profile used for color correction. 
Normally, "Recommended by Canon" is selected for 
you. 

Click this check box if you want to adjust the level of 
color contrast. This turns Gamma Correction on. 
Otherwise, Gamma Correction is off and the printer 
driver uses standard contrast. 



nC'timintiCiniettion; 1.8 



After you turn Gamma Correction on, move the 
button on the slide bar left or right to set a value. 
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Color Balance 



For each color, move the slide left and right to adjust 
the saturation of each color. 



Coloi'Bcilciiice : 



=C[ 



A Density 



t= 
c= 
c= 



=^ 



^ Cyan 

i^^^ Mdgenta 

Q Yellow 

Q ^ Black 



Move right for a more intense color, move left for a 
less intense color through the range -50 to +50. 

Drag the button on the slide bar left or right to adjust 
the overall density. 



Density: 



Move right to increase density, move left to decrease 
density through the range -50 to +50. 
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■ Options Dialog Box 

In the Print dialog box, click the Options button to display the Options dialog box. 



Canon Option; 



Destination: O Pi'inter 
® Pi'eview 
O PICT File 



Q Print in revei'se oi'der 



. ia= 



n Print collated iifigcs 



Page Layout: i ijp 



Page Order: Left to right 



Frame : None 



« 



^ 



A Destination Selects the destination of the print output. Click a 

button to select the destination. 

& Printer Sends print job to the printer. 

Preview Displays print job in the preview area 
for viewing before printing. 

f^- PICT file Sends the print job to a PICT file. 
A Print in reverse order Prints in reverse order, from the last page to the first. 

Check the box to print pages from the last page to 
the first so they are stacked in the correct order as 
they are ejected from the printer. 

Otherwise pages are printed from the first page to 
the last. 
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A Page Order 
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Click this check box to print collated copies. All 
pages of one copy are printed before printing the 
next copy. Otherwise, the specified number of 
copies are printed separately for each page. 

Click on this item or the arrows [T] icon then select 
the number of documents that you want to print on 
one sheet. 

After you have set Page Layout to print more than 
one document per sheet, click this item or the 
arrows [T] icon then select the order of printing on 
the sheet. 

Tip: These selections differ, depending on the 
number documents you select to print on one 
sheet. For details, turn on Balloon Help, open 
the pop-up menu, then point to each selection 
for a detailed explanation. 
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A Frame After you have set Page Layout to print more than 

one document per sheet, click this item or the 
arrows [T] icon then select whether you want a 
border printed around each document printed on the 
sheet. Available selections are None, Fine Line, 
Broad Line. 

A Preview area The preview area reflects the current Page Layout 

selections so you can confirm or adjust the settings. 



Printing With Macintosln 187 



Macintosh Printer Driver Features 

■ Preview Dialog box 

The Preview dialog box allows you to view the appearance of the document before it is 
printed and adjust the color balance. There are two ways to open the Preview dialog: 

• In the Print dialog box, click the Options button, click the Preview button for 
Destination, then click the OK button to return to the Print dialog box. In the Print 
dialog box, the Preview button has replaced the Print button. Press the Preview 
button to open the Preview dialog box. 

• In the Print dialog box, press the options key on the keyboard. The Print button 
is replaced by the Preview button. Click the Preview button to display the 
Preview dialog box. 




Piint 



Cancel 



Starts the print job. 

Closes the Preview dialog and cancels the print job. 
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Apply 



Defaults 



o 

A Density 

A Color Balance 

A Preview image 
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Enables the changes you make in the dialog box. 
After you change a setting, always click the Apply 
button so the current display reflects the change. 

■ Tip: You may notice a slight delay after pressing 
the Apply button before the image is updated. 

Click to reset all the settings to the default values. 

Drag the button on the slide bar left or right to adjust 
the density of the image. 

Drag the button on the slide bar left or right to adjust 
the color balance for each color. 

View the image to see how it fits on the selected 
paper size and orientation. 

Tip: All of these adjustment features are 
presented on the Detail Setting dialog box. To 
open the Detail Setting dialog box, in the Print 
dialog box click the Manual \W} icon then click the 
Details button. 
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■ Register Settings Dialog Box 

In the Print dialog box, click the Apply button to open the Register Settings dialog box. 



Ciltion Register Settings 
Settings : 



Close 



v'Factoi-y Defaults 



A Settings 

O 



Close 



^^ [ Import 



Impoi't 
Apply 



Defaults 



o 



o 



Lists the currently registered settings. 

Click to close the Registered Settings dialog box 
and return to the Print dialog box. 

Click a setting in the list then click the Import button 
to import the settings. 



I 



Tip: If you select Factory Defaults, all printer 
driver settings will be restored to their default 
settings. 
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O 



Apply 



Click this button to open tine New Settings Name 
dialog box. You can register all the previous selected 
printer driver settings under a new name. 



New Settings Name : 



FAMILY PHOTOS 



Cancel | || QK 



Remove 



Enter a name and click the OK button. 

If a registered setting already exists with the same 
name that you have entered, a message will ask you 
to confirm that you want to write over it. You can 
write over the file or enter a new name. 

Click the name of the registered setting in the list 
that you want to remove then click the Remove 
button. 

■ Tip: The Factory Defaults setting cannot be 
removed from the list. 
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O 



Defaults 



Select the name of the setting in the list that you 
want to select for the default setting then click the 
Defaults button. The settings in the selected file will 
be enabled every time you open the printer driver. 



Canon RtQi^tprS^ttinci; 



Factory Defaults 



-FAMILY PHOTOS 



A check mark is displayed with the setting selected 
for default. 
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The BJ Print Monitor allows you to monitor and manage the print jobs printing in the 
background. You can monitor the progress of the current print job, change the order of 
printing in the jobs queued for printing, and cancel any print job. 



Notel^ 



In order to use the BJ Print Monitor, you must select Backgrounding in the 
Chooser. If the feature is turned off, the BJ Print Monitor cannot open. 



^Turning On Background Printing 

■ Opening the BJ Print Monitor 

When Backgrounding is turned on in the Chooser, the BJ Print Monitor starts automatically 
as soon as you start a print job. Also the BJ Print Monitor is displayed in the application 
menu. 

1 With print jobs executing in the background, open the application menu and 
select BJ Print Monitor. 



■■ KH 



HidE BJ PrintMonitor 
HidE OtIiErs 

Show All 



^j niiut^r 

4^ SimpleText 



m 
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The name of the print job currently executing and the names of all print jobs 
queued for printing are listed in the order of execution in the BJ Print 
Monitor. 



Print job currently executing. 



I BJ PrintMonitor i 



Hsjsa 



^1 User ; , Page : 1 ^5, Ci 



laa 



Doeumert Nam? 



Pages Copies Receive Tirr 



15:03 7/24/99 



Print jobs queued for printing. 



-• Document Name 

The names of the documents. 
The print job currently executing is 
marked with the printer Ii3 icon. 

• Pages 

The number of pages in each 
document. 

• Copies 

The number of copies to be printed 
for each document. 

• Receive Time 

Time and date the print job was 
started. 



Notel^ 



To display more information about the document queued for printing, 
double-click the name of the document to open the Document Information 
window. 
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Changing the Print Order in the BJ Print Monitor 



Note 1^ • Once a print job has started, it cannot be moved out of its position at 

the head of the queue. 
• The current print job will pause while you are rearranging the order of 
execution for the other print jobs. 

1 Point to the name of the print job in the queue that you want to move. 



IBJ PrintMonitor 1 



HBIi^B 



, AmiionVorld 

User : iMac. Rage 1 /S, Conies 1 /I , [Jeslinatior BJC-85 1 



I 1^ Amu5l Report 

1^ Vacation Spot; in B. 



426 pm 13/9/95 
426 pm 13/9/99 



Doojmerit^ Qj^ued '3 



2 Click and drag the selected print job to another location. 



B" 






FlRl 










HHSH 




1 1 Amazon World 1 1 


^\ U;er ■ iMac.Page : 


/3. Copi?; : 1 /1 . Destination : BJC-85 1 




Dooumert Nam? 


Page; Copie; Receiv 


Time 


raj Annual Report 


5 1 4 .26 p 


Ti 13/9/99 ±_ 


g V„.(i.„Sp.t,i„E. 


tor S 1 4 26p 


T. 13/9/99 


::::::::::::::::::::::::::::: ij 


4 


Doojment^ Qu?jed '3 




m 
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3 Release the mouse button to drop the print job at the new location. 



IBJ PrintMonitor i 



HH@ 



iMac. Rage : 1 /3. Copies : 1 /I . Destination : EJC-8 



Doeumert Nam? 



Pages Copies Receive Tin" 



Aririual Rpport 



4 26 pm 13/5/95 
4 26 pm 13/5/55 



Documents Qu?jed '3 



Cancelling a Print Job With the BJ Print Monitor 

1 Click the name of the print job you want to cancel. 



IBJ PrintMonitor! 



iSB 



Hfflsa 



Doeumert Name 



[q] Vacat i on Spot ; ii 
§] AririualRpport 



Documents Quojed '3 



Rages Copies Receive Tin" 



4 ■26 pm 13/5/ 55 
4 ■26 pm 13/5/55 
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2. In the BJ Print Monitor, clicl< the Cancel [^ icon. 



iBJPrintMonilor I 



["] H ijjSi 



I 1 Amazon Vorld 

^2n Uspi" : iMac. Page ■ 1 JZ, Cop 



, Destination ■ BJC-85 I 



P5g?5 Copip; Rf'tf'ive Tirr 



Vacation Spots ir 
Annual Report 



S 1 ^.Sepm 15/3/99 

5 1 4 26 pm 13/9/95 



Documents Qjeued '3 



The name of the document is removed from the queue. 



IBJ PrintMonitor i 



IQB 



HESD 



I 1 Amazon Vorld 

43^1 Uspi" : iMac. Page ■ 1 /S^ Copii 



, Destination ■ BJC-85 1 



Pag?5 Copip; Rpteive Tirr 



1 4 .26 pm 15/9/99 



Documents Qjeued 2 



Printing With Macintosh 197 



Using the BJ Print IVlonitor 

Pausing a Print Job Witii tine BJ Print Monitor 

1 To pause the currently executing print job, click the Pause Current Q icon. 

The selected print job stops and returns to the queue status. The current 
page is ejected from the printer. 



n 






igjS E 




1 1 Amazon Vorld 


43^1 U;pr : iMac. Page ■ 1 /3, Copie; ■ 1 /I , Destiriatior ■ BJC-85 1 


Docjment Nsm^ P5g?5 Copip; Rptf'ive T\m^ 


|§] Annu^lPeport 5 1 4 .29 pm 1 5/3/99 ±_ 
g V^oalion Spots in Bollon S 1 4 29prn 13/9/99 


Doojmerit^ Qj^ued '3 4-> 



2 To restart the paused print job, click the Restart \V} icon. 



IBJ PrlntMonitor i 



IQB 



Q»a ki m 



O 



P5g?5 Copip; Rptf'ivp Tim 



^ Am^^on World 
gl Annual Report 
§] Vacation Spot5 ir 



1 ■4.29pm 15/9/99 

1 4 29pm 13/9/99 

1 429pm 13/9/99 



Doojmerit^ Qjpued 3 



Printing With Macintosh 198 



Using the BJ Print IVlonitor 



The paused print job starts printing again. 



IBJ PrintMonitor 1 



HBSH 



Arinu^l Report 
Vacation Spot; ir 



425 pm 13/9/55 
425 pm 13/5/55 



Doojmerit^ Qj^ued '3 



Notel^ 



To delay a print job queued for printing, clicl< tine print job to select it and 
then click the Pause Selected @ icon. The paused print job in the queue 
is marked with the Paused [3* icon. To return the print job to its active 
status in the queue, click the Restart Selected ^ icon. 
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■ Changing the BJ Print Monitor Preferences 

You can change the preferences to effect how the BJ Print Monitor is displayed, how errors 
are reported, and so on. 

1 With the BJ Print Monitor open, open the File menu and select Pause 
Printing. 



/C 'jffli jip 



f I <*'' 

I Close status Window SW 



4:30pm ^ BJPrintUonitor 



^ ^^^^^ ^^^^^^^^ % 



'j Pr«parin9 to print... 
Dodjmnt Narris Psgs; Copis; Rfniv^Timi 



4 29pm IS/9/99 
4:2?pmi;/9/SS 



[iMunents Queued ;i 



The current print job pauses. 
2 From the File menu, select Preferences. 



:3I pm ^ Bl Print Mo nit or 




The Preferences dialog box opens. 
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3 Click the check boxes on for the settings you want, then click the OK 
button. 



o 
o 



Canon Preferences 



- n ShowBJ PrintMonitor window when printing 
Q A^k at startup to print documents remaining in queue 



Wtien a printing error needs to be reported : 
* O Only display * in Application menu 
S ♦ O Also display icon in menu bar 
3 Q * ® Also display alert 



Background Priority: I High ~^ 



A Show BJ Print Monitor when printing 

Displays the BJ Print Monitor window on the desktop during printing. 

A Ask at startup to print documents remaining in queue 

Displays a dialog box when you restart the computer and asks whether 
you want to continue printing the documents that were in the queue 
when you previously shut down the computer. 

A When a printing error needs to be reported 

Selects the type of notification for problems that occur during 
background printing. 

A Background priority 

Sets the priority of printing relative to other processing (High, Normal, 
Low). 
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■ Closing the BJ Print Monitor After Print Jobs Are Completed 
From the File menu, select Close Status Window. 






^BE[E^_ ^MLj BJPrintMonitori 



DocL merits Queued :0 
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Uninstalling the Macintosh Printer Driver 



Notel^ 



• You must use this procedure to remove the printer driver from your 
system when it is no longer needed, or before installing a new version 
of the printer driver. 

• Shut down all other software applications before you uninstall the printer 
driver. 



1 Set the Canon Creative CD-ROM in the CD-ROM drive. 

2 Double-click the Printer Driver folder. 



i Q CANON_BJ 1 



/>i\ 






c:i 



Aerabat Reader 3.0 



3 Double-click the folder for your language. 



1 1^ Printer Driver = 






3Hems, 745.6 MB available 
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4 Double-click the BJ Installer icon. 



D 


Qj US English 


aB| 


i ^^ «^l 2 Hems, S8K available | 




~ 


1 













5 Read the License Agreement and click the Agree button. 



Softwai'e License AQi'eement 

Read tills Softwcire License agreement cai'efiilly before you use this 
softwai'e. If you agree to this License Agi'eement, click on Agi'ee. If not, 
click on Do Not Agree. 



CANON SOFTWARE LICENSE AGREEMENT 

IMPORTANT-READTHIS AGREEMENT BEFORE INSTALLING THE PRINTER 
DRIVER FOR BUBBLE- JET PRINTER. BY INSTALLING THE PRINTER DRIVER FOR 
BUBBLE- JET PRINTER, VQU ARE DEEMED TO AGREE TO BE BOUND I 
AGREEMENT. 



This legal document is a license agi'eenient betweei 

incC'Canon"). 

BY INSTALLING THE PRINTER DRIVER FOR BUBBLE- JET PRINTER 



nitn univcn run 
hOUNDDVTHIS L 

11 you and Canon I 
NTER fTIi^ __ ^ 



I Do Not Agi^eel "T Agi-^e ||^ 



6 in the Choose list, click BJC-85 and click the Choose button. 



Choose 1 




Li " J have chosen. 


required for the prirtei" you 






BJC-85 








_ 




[ 


/^ 


^ 


> 




Cancel ^ II Choo^p | 
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T Click the Custom remove tab and click the check boxes for the items that 
you want to remove. 

If a message warns you that another application is running in the 
background, click the Continue button to close the software application 
and continue with the installation. 



Notel^ 



If the open software application contains data that has not 
been saved, you may lose the data. 



Click the Cancel button to cancel the installation. Save the data in the open 
software application, close the application and start the printer driver 
installation again. 



Easy install j Custom install | 



D Software for lss wHIi QjiekDraw 



Custom rpmovie 






bilable 2.097JOOK 



I Quit I s Remove 1 



r 



A description of the 
selected item is 
displayed here. 



8 Click the Remove button. 

Q When you are prompted to re-start the computer, click the Restart button. 
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Error Messages 
Problems and Solutions 
Before You Call For Service 
Getting Help From Canon 
Servicing the Printer 



BJC 
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Error Messages 



One of the following messages may appear when an error occurs: 

Error writing to LPTl : for Printer BJC-85 

Service error xxx! Call for service! 

This program has attempted an illegal operation and will shut down. 

File cannot be found on the specified path or disk. 

Cannot execute print due to insufficient disk space. 

Waste ink tank is full! Call for service! 

Cannot execute print due to insufficient memory. 

Cannot execute background printing due to insufficient memory. 

Paper jam! 

Error No. * 3 00 (* alphanumeric code) 

Type X Error (x integer) 
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Problems and Solutions 



Printout is not clear or lias wliite 

streaks 
Strange characters printing 
Cannot start the print job 
LPT1 : write error appears on the 

screen 
Cannot install the printer driver 
Application Error or General 

Protection Fault appears on 

the screen 
Cannot print to the end of the print 

job 
Paper does not feed automatically 

from the sheet feeder 
Printout rotated 90 degrees 
Vertical lines are broken 
BJ cartridge does not return to the 

home position after 

installation 
Cannot print via wireless infrared 

connections 
Paper skews or jams during 

feeding 



Screen colors and the printed 

color do not match 
Document prints in black only 
Colors are broken or uneven 
Printing beyond edge of page, or 

portions of printed page are 

missing 
Printer does not turn on 
Printer seems to be working but 

nothing prints 
Print job halts 

Cannot feed paper manually 
Printing blurred or smudged 
Printout is excessively curled 
ERROR light is orange 
"Error Number: *300" appears on 

the screen and print job does 

not execute 
"Type X Error" appears on the 

screen 
Cannot execute background 

printing 
Cannot select the printer driver in 

the Chooser 
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■ Printout is not clear or lias wiiite streaks 

Low ink could cause faded characters and white lines to appear on the printout. 

Try printing a Nozzie Chiecif Pattern 

Check the status of the BJ cartridge by printing the Nozzle Check Pattern. 
^ Printing a Nozzle Check Pattern 

Look at the Nozzle Check Pattern to confirm the print quality. 

A normal Nozzle Check ff^^ ^^^^^^^^ ^^ 

Pattern printed with ====EEEEEEEEEEE= 

BC-1 Black BJ Cartridge -^^^^^^^^^^^^ 

A faded, broken Nozzle ^^^^^ p^^^ ^^- 

Check Pattern ==EE=E^^^^^^EE 

Only specific colors are faded 

The specific color ink may have run out. Replace the ink tank with a new 
one. Then print a Nozzle Check Pattern to see if the printing quality has 
been restored. 

The Nozzle Check Patterns are faded regardless of color 

The print head may be clogged. Clean the print head. 
^ Cleaning the Print Head 
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If print quality is not restored after cleaning 

Perform print head deep cleaning to flush the nozzles. Print a Nozzle 
Check Pattern to see if the printing quality has been restored. Repeat 
deep cleaning if the problem still persists. 

U^ Cleaning the Print Head 
If print quality is not restored after deep cleaning 

The ink may have run out. Replace the ink tank and print the Nozzle 
Check Pattern to see if the print quality has been restored. 

U^ Printing a Nozzle Check Pattern 
If print quality is not restored after replacing the inktank(s) 

Replace the BJ cartridge. 

^ Replacing a BJ Cartridge 

The print head may be worn out or the ink may have dried and ruined the 
nozzles. After replacing the BJ cartridge, print a Nozzle Check Pattern to 
see if the printing quality has been restored. 

Note !► If you will not be using the printer for an extended amount of time, leave 

the BJ cartridge installed inside the printer or remove it and keep it in the 
Ink Cartridge Storage Box to avoid damage. 
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Problems and Solutions 

Make sure that you are printing on the correct side of the paper 

The paper that you are using to print may have only one correct print side. Plain paper, 
Bubble Jet paper, or Transparencies can be printed on either side. However, special print 
media like High Resolution Paper, Glossy Photo Paper, and High Gloss Film have only one 
correct print side. 

^ Media You Can Use With This Printer 

■ Strange characters printing 

The text or the image on the screen appears normal but the printer prints strange 
unreadable characters. 



Normal 



Abnormal - Strange characters 



Printer Features 



■ Simple, compact design 

The light, yet sturdy construction of 
the BJC-85 allows easy set up 
and operation, even for beginners. 

■ Variety of print media 

The printer produces superb color printing 
on plain paper or coated paper like Canon's 
Higli Besolulion Paper, bul for professional 
jobs /oL may prefer one o( ttie many special 
media you can use witti this printer, like 
transparencies for OHP presentations, back 
printfilm,glossy photo paper, high gloss film, 
or glossy photo cards. 




■ Drop Modulation Technology 
The BC-11e Color BJ Cartridge and 
BC-1 2e Plioto BJ Cartridge employ 
Canon's new dual drop teclinology 
which produces fine halftones with 
combinations of large and small dots, 
resulting in truly stunning color 
photographs on Canon special media 
like high resolution paper, glossy photo 
paper, or high gloss film. 

■ Easy operation 

In the printer driver you only need to 
select the BJ cartridge and type of 
media for the print job to produce 
sensational results. Printing on 
special media like back print film was 
never easier. 
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Problems and Solutions 



Check to see if the BJC-85 printer is selected as the default printer 

Select Canon BJC-85 as default printer. 



Windows 



Selecting the BJC-85 as the default printer 

7 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and then click Set as Default to turn 
this selection on. Make sure there is a check mark by Set as Default. 



nia Edit View Go Favorites Help 



>■ . a M ^ a t^ X 

:iid Up Cut Copy Paste Undo Delete Pr 



pTPrilii 



Address \_J\ Printers 



1^ 

Printers 

_Sj specifies that the selected printer is the daftuFpr inter. 



J^ 




Macintosh 



Selecting the BJC-85 as the default printer 

1 From the Apple menu, select Chooser. 

2 In the Chooser, click the BJC-85 icon, then click the Close box. 
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Problems and Solutions 



Check interface cable connections at the printer and computer 




o 

o 

o 
o 

o 



Make sure that the printer is turned on. 
If the orange ERROR light is flashing, see: 

^ ERROR Light is Orange 

Make sure the parallel or USB cable is connected properly. 

Make sure that the power cable is properly plugged into the power outlet. 

Make sure that the power outlet is usable by connecting another electrical 
appliance to it and turning it on. 

The parallel or USB cable may be defective. Replace it with a new 
cable and resume printing. Use only a recommended interface cable. 

^ Printer Specifications 
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Check to see if a print job has been canceied before compietion 

If you cancel a print job during printing, the data remaining in the printer may cause the 
printer to produce strange characters. In this situation, restart the computer and the printer, 
and start the print job again. 

If you are using Windows, click Start, point to Programs, click BJ Printer, then click BJ 
Printer Monitor and cancel the print job. 

Determine if the probiem exists oniy within a particuiar document 

If unknown characters and letters are printed only for a specific document file, then the 
problem may exist within that file, or the software application that you are using. In this 
case, try typing the same text in a newly created file. If the new document prints normally 
then the problem exists in the original document file. If the same problem occurs with the 
new file, call the Canon Customer Care Center. 

^ Before You Call For Service 
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■ Cannot start the print job 

The printer does not respond when the print job is executed from the computer. 

Check the printer status and its cable connections 

Make sure the printer is ready for printing and that the cable is connected correctly. 

Checl< to see if the Canon BJC-85 printer has been selected as the default printer 

Select BJC-85 as the default printer. 



Windows 



Check to see if the printer port setting is correct 

If the printer and the computer are connected locally, LPT1 : must be selected as the printer 
port. 

Selecting LPT1 : as the printer port 

1 Click Start, select Settings, and click Printers. 

2 Right-click Canon BJC-85 and then click Properties. 

3 Click the Details button. 



Troubleshooting 215 



Problems and Solutions 



4 Go to Printer Port Selection and then clicl< LPT1 : (Printer Port). 



^mmmsmm 



inzi 



^ Page La^jout | jj S la mp/Back ground | iff, Mairiterance 
General Details Color MaragemenI | Sharjrg | -O Main 



X"P[int to \h 



Piirit using the tollowirig driver' 
|CanorBJC-85 



iX 



~~7j J Add Fori 

Delete Poit... 
j^ NewDrivei . 



Capture Printer Fori... | Efld Capture... 



Not selected: 15 seconds 

nietrjj: l45 seconds 



Spooj Seltings... Roil Sellings... 



I DK I Cancel 



If the problem persists, make sure the printer port (LPT1) is operating 
normally. 

Checking the operation status of LPT1: 

7 Click Start, select Settings, and click Control Panel. 

2 Double-click the System icon. 

3 Select the Device Manager tab. 

4 Double-click Ports (COM & LPT) and double-click Printer Port (LPT1 ) or 
Canon BJ Printer Port (LPT1) for Window 95. 
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Problems and Solutions 



5 Select the General tab. Under Device Status, read the information 
regarding printer port status. 

6 Select the Resources tab. If there are any competing devices listed in the 
"Conflicting device list" at the bottom of the sheet, errors may occur during 
printing. 

Delete the competing device if necessary. For details, 
refer to your Windows documentation or the manual 
you received with the device that is conflicting. 



Windows 



General Driver ] Resources] 
._f ECP Printer PorKLPTI] 

Device type: Ports [COM HPI] 

Manufacturer: [Starvdard port tripes] 
HardL^are version Not available 



evice status 

T Piis device is working properly. 




|~ Sizable rn thr> hardi'igreprntih 



(Seneralj Driver Resources ] 
'i5^ ECPPrinterPortlLPTI] 

[7 JJ e autoniatic^ettings 



Setting ba:ed on [Ba.ic configuratior 



iji Input/Output Range 037S - 037F 
li Inpul/Oulput Range 0778 - 077A 



Conflicting device li; 
No contlicts 



~ 



z] 



Notel^ 



The display and the procedures above may be different depending on 
your Windows version. Refer to your Windows documentation for 
complete instructions. 
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Check to make sure that the printer has been selected with the Chooser 

Make sure that BJC-85 is selected with the Chooser. Also make sure that the 
correct printer port is selected. 

Selecting the printer with the Chooser 

1 From the Apple menu, select Chooser. 

2 Click the BJC-85 icon. 



Macintosh 




O Click the Close box. 

Check to see if you are printing a iarge amount of text or a iarge image 

A large amount of data could slow down the print job because the computer must spend 
more time to process data and send it to the printer. This is common when printing a very 
large photographic image or a large amount of text. The computer processing speed, which 
is affected by the system (CPU, memory, space available on the hard disk, cache, interface, 
etc.), also affects the amount of time required to process a print job. Refer to your computer 
documentation for details. 
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Problems and Solutions 

Check the BJ cartridge by printing a Nozzie Checic Pattern 

Use the printer operation panel to print a Nozzle Check Pattern. 

^ Printing a Nozzle Check Pattern 

If the Nozzle Check Pattern does not print ... 

The printer may be damaged. Call the Canon Customer Care Center. 
U^ Before You Call For Service 

If the Nozzle Check Pattern prints normally ... 

There may be a problem in the software application, or the interface cable 
could be damaged or not plugged in correctly. Execute a test print. 

^ Printing the Test Print 

Try a test print 

Use the printer operation panel to start a Demonstration test print and check the results. 

1^ Printing the Test Print 

If the test print does not execute ... 

The interface cable could be damaged. Replace it with the new interface 
cable. 
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Problems and Solutions 

If the test print executes normally ... 

There could be a problem with your software application or the computer. 
Check your software settings and the computer. 

1^ Before You Call For Service 

Cannot print via thie infrared port 

If the print job does not start when using the infrared port, check the location of the printer in 
relation to the computer or PDA. Change the location of the printer so the infrared ports are 
facing one another at the correct distance and angle. 

The distance and the angle between the infrared ports could differ with computer model, 
the PDA capability, and the surrounding environment. Keep the distance within 3 feet 
(0.8 m) and remove any object blocking the path between the infrared ports. Print data 
cannot be sent or received if an object blocks the path between the infrared ports. Start the 
print job again. 

If you see coMn write Error or a similar message on the screen, turn the printer off, 
turn it on again, then start the print job again. The correct COM port must be selected for 
the computer or PDA. 

^ Using Infrared Data Transmission 
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■ LPT1 : write error appears on the screen 

If an error occurs when the print job is sent to parallel port LPT1 , you will see a message 



similar to this: 



BBajgHg^^^^^^^^^^^^^Kx] 



1^ 



ijr\ There was an error writing to LPT1: for the printer (Canon EJC-8 
The prinler is not read^i. M^ke sure it is turned on and online. 
TocontTiur prnhng ilck retry. 
Windo' i|ll dut:nr:iti:allv retr^ alter 5 seconds. 

hr\\if :| Cancel 



Check the interface cable connections 

Check the interface cable connections at both the computer and the printer. 

C/iec/f the printer spooling setting 

The printer spooling might not be operating properly. Discontinue printer spooling and try 
printing again by sending the print data directly to the printer. 

Turning off print spooling 

1 Click Start, point to Settings, and click Printers. 

2 Right-click Canon BJC-85 and select Properties. 

3 Select the Details tab. 

4 Click the Spool Settings button. 
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Problems and Solutions 
5 Click the button on for "Print directly to the printer" (this turns off spooling). 



C Spool print |obs so program finishes printing faster 
f"" list page IS spooled 

^^^^^^^^_^^^^^^^^page is spooled 
f '(* ^rint directly to ttie p[ln^e^ 1 



Spool data brniat | | 

^ Enable bi-directional support for this printer 
C" Disable bi-directional support for this printer 



Restore Defaults 



Make sure the printer port (LPT1) is operating properly 

Check the operation status of the printer port. 

^ Checking the Operation Status of LPT1 

Chiecl< to see if a WPS driver is installed 

The BJC-85 may not operate properly if a WPS (Windows Printing System) driver is 
installed in your computer. If the BJC-85 and WPS printer drivers have been selected for the 
same port, uninstall the WPS driver or re-set its destination to FILE. 

1 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties. 

3 Select the Details tab. 
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Problems and Solutions 



To uninstall the WPS driver 



Refer to the documentation that came with the WPS driver. After 
uninstalling the driver, be sure to delete the WPS port. 

Clicl< the Delete Port button, select the WPS port, then click the OK 
button. 

To change the WPS destination to FILE 

1 Click the down-arrow for "Print using the following port" and select the 
WPS driver. 

2 Click the down-arrow for "Print to the following port" and select FILE: 
(Creates a file on disk). 

3 Click the Apply button and close the printer driver. 
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Check to see if the printer driver is instaiied properiy 

It is possible that the printer driver may not be installed properly. In this situation, uninstall 
the printer driver and reinstall from the beginning. 

Re-installing the printer driver 

1 Click Start, select Programs, click BJ Printer, then click Uninstall. 




■ WindoiAis Update 

I I New Office Document 

I [/ — y - open Office Document 

[j^ ] Favorites 



1^ Adobe Acrobat 
(^AdobePS 4 



•^ Canofile for Windows 2.0 
[^ Canon Input Siistem 1.0 
[^ Comptons 
[g Corel Ventura 
[g HP 2000C Utilities 
L|!T] Iomega Tools 



C 



^^Add BJ Printer 
1^'BJ Background Monitor 
;5'BJ Printer Monitor 
■aniidr.!! 



) 



2 Click the Yes button. 

3 Click the OK button to uninstall the printer driver. 

4 Reinstall the printer driver. For details, refer to the Quick Start Guide. 
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Problems and Solutions 

■ Cannot install the printer driver 

If the printer driver installation was interrupted and did not continue, some possible causes 
and solutions are listed below. 

Make sure that you followed the installation procedure correctly 

Follow the instructions in the Quick Start Guide to install the printer driver. Make sure you 
select the correct method, based on the operating system you are using — Windows 
(Windows 98 or Windows 95) or Macintosh (iMac or PowerMac G3) — and the type of cable 
that you are using to connect the printer and computer. 

Checl< the Canon Creative CD-ROM 

The Canon Creative CD-ROM could be damaged. Check that you can read the contents of 
the CD-ROM. 

Make sure no other applications are open and running 

It is strongly recommended that you shut down all applications before you run the printer 
driver installation program. Be sure to close any virus protection programs that may be 
running in the background. 

Make sure that your operating system is stable 

A serious error could cause Windows or the MacOS to become unstable. If you are 
experiencing a problem with the printer driver installation, re-start the computer by shutting 
it down, turning the power off, and turning it on again. Then re-install the printer driver. 
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Problems and Solutions 

Check to see if the following message is displayed 

File cannot be found on the specified path or disk. 

Make sure you load the Canon Creative CD-ROM and select the CD-ROM drive. The name 
of the drive (D:, E:, F:, etc.) depends on the computer. 

■ Application Error or General Protection Fault appears on the screen 

An application error or general protection fault are Windows system errors. For more 
details, see your Windows online Help. 



tB 



o 



This program has performed an illegal operation 
and will be shut down. 



If the problem persists, contact the program 
vendor. 



Check to see if you are using Windows 3. 1 application software 

If you use Windows 3.1 application software on Windows 98 or 95, it may not operate 
correctly and could cause an error. Use only Windows 98 or 95 application software. 
Contact the software manufacturer and inquire about an updated version of your Windows 
3.1 software application. 

Check to see if one of the following messages has been displayed 

Cannot execute print due to insufficient memory. 
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Problems and Solutions 

Refer to the software application manual for the amount of memory required to run the 
program. Add more memory (RAM) if required. Shut down all other software applications 
before you open the software application and try again. 

Cannot execute background printing due to insufficient 
memory . 

Cannot execute print due to insufficient disk space. 

Delete any unnecessary files to make room on the hard disk. 

Check to see if there are any errors in the document 

Try printing a newly created document. 

Checl< to see if the printer driver has been instaiied properiy 

It is possible that the printer driver may not have been installed properly. Uninstall the 
printer driver and re-install it from the beginning. See your Quick Start Guide for details. 
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Problems and Solutions 

■ Cannot print to the end of the print job 

Part of the text is missing at the bottom of the last page printed and the following pages are 
not printed. 



Normal 




Printer Features 


■ Simple, compact design 


■ Drop Modulation Technology 


The light, yet sturdy construction of 


The BC-1 1 e Color B J Cartridge and 


the BJC-85 allows easy set up 


Z"^^,.^^^ BC-12e Pliolo BJ Cartridge employ 


and operation, even for beginners. /^ 


/ ^^^^^ Canon's new dual drop technology. 


/ 1 


7 which produces fine halftones with 


■ Variety of print media / / 


L. combinations of large and small dots. 


THe printer produces superb color priiHing L.'-V 


/ i resulting in truly stunning color 


or plain paper or coaled paper like Canon's y^^J 


/ 1 photographs on Canon special media 


Hi9hResoljtionPape;,bjt(o;profBSSional y^ ^^jf 


/ // like high resolution paper, glossy photo 


jobs voir may prefer one of the many special Z' _f=:^w' 


^\^ h if paper, or high gloss film. 


media you can jse witli this prinler, like '»w%^''°'^~*"~^ 




transparencies tor OHP presentations, bach ^^S>>j 
prim tiltr, glossy photo paper, high gloss film. ^^^Si!>/ 


/ /A ■ Easy operation 

\^^^ /^/^ In the printer driver you only need to 


^^Zy ^^'^'^' "^^ ^•' cartridge and type of 




^^-^ media for the print job to produce 
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Printer Features 

■ Simple, compact design 

The light, yet sturdy construction of 
the BJC-85 allows easy set up 
and operation, even for beginners, 

and it will not require much space 
in your work area. 

■ Variety of print media 

The printer produces superb colour printing 
on plain paper or coated paper like Canon 
Higti Resolution Paper HR-101, but for 




■ Drop Modulation Technology 
The Color BJ Cartridges BC-21e and 
BC-22e Photo employ Canon's new 
dual drop technology, which produces 
fine halftones with combinations of 
large and small dots, resulting in truly 
stunning colour photographs on 
Canon special media like high 
resolution paper, glossy photo paper, 
or high gloss film. 
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Check the printer and interface cabie 

Check the printer status and the interface cable connections. 

^ Check interface cable connections at the printer and computer 

Checif to see if paper or special print media you are using has been selected in the 
printer driver 

If you are printing on a paper size that has not been selected in the printer driver or the 
software application, part of the text may be cut off. 

• Use the selected paper size, or change the paper size selection in the software 
application. 

• Check the printer driver paper size selection and make sure that it is the same as 
the paper size selected in the software application. 

• If the software application does not allow paper size selection, select the paper 
size in the printer driver. 

Checli to see if a WPS driver is instaiied 

This printer may not operate properly if a WPS (Windows Printing System) driver is installed 
in your computer and selected for the same port. 

^ Check to see if a WPS driver is installed 
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Check to see if you have disrupted the infrared data transfer in progress or activated 
another infrared communication device nearby 

Do not disrupt the infrared communication between tlie printer data port and tlie computer 
port. Any pliysica! disruption of more than 10 seconds will cause cancellation of the print 
job, and blank sheets will be ejected from the printer. Remove any physical object blocking 
the line of sight between the infrared ports on the printer and computer. 

Do not attempt to use other infrared devices nearby while a print job is executing. For 
example, using electrical home appliances such as a remote controlled TV could disrupt the 
infrared data transmission between the printer and computer and cause the print job to halt. 
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■ Paper does not feed automatically from the sheet feeder 

If paper does not feed smoothly from the sheet feeder, the paper or special print media may 
not be set correctly 

Check to see if Manual Feed has been selected In the printer driver 

Select Auto Feeder in the printer driver when you want to feed cut sheets automatically from 
the sheet feeder. 

Selecting the sheet feeder (auto feeder) 

1 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties. 

3 Select the Main tab. 

4 Click the Advanced button. 

5 Select the Quality tab. 



Windows 
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Click the Paper Feed line or down-arrow, and select Auto Feeder from the 
drop-down list. 
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Selecting the sheet feeder (auto feeder) 

1 From the File menu, select Print. 

2 For Paper Feed, select Auto Feeder. 



Macintosh 
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Follow the correct procedure to set paper In the auto sheet feeder 




A Always fan the stack to remove static cling before loading thie shieets in thie 
auto sheet feeder. Make sure the stack is perfectly flat without curls, folds, 
wrinkles, etc., then align the edge of the stack with the right side of the 
sheet feeder and insert it into the printer until it stops. 

9 Slide the paper guide to the left edge of the paper. 

A The number of sheets that you can load in the sheet feeder depends on 
the kind of the paper or special print media you are using. Make sure that 
you do not exceed the maximum number of sheets allowed for the print 
media. 

^ Media You Can Use With This Printer 
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A To prevent curling, never leave paper in the sheet feeder for a long period. 
A Never load the following type of paper in the sheet feeder: 

• Excessively thin paper (17 lb./64 g/m^ or less) 

• Excessively thick paper (28 lb./105 g/m^ or more) 

• Postcards 

• Thick envelopes (use only US Com #10 or European DL) 

• Punched or heavily embossed paper 

■ Printout rotated 90 degrees 

if the printout is rotated 90 degrees, the Orientation setting is not correct. 
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Windows 



Check to see if the correct Orientation has been seiected 

Select portrait if the text is printed in landscape orientation. 

Selecting the orientation 

7 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties. 

3 Select the Paper tab. 

4 Click Portrait to print lengthwise to the direction of paper feed. 




Notel^ 



Some software applications allow you to select the Orientation for the print 
job. If you select the Orientation with the software application, you must 
select the identical setting with the printer driver. If the software 
application does not allow selection of the Orientation, you must use the 
printer driver Orientation selection. 
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Macintosh 



Selecting the orientation 

1 From the File menu, select Page Setup. 

2 For the Orientation setting, click the |1| icon. 
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■ Vertical lines are broken 

Vertical lines in the printed document are broken or jagged. 

Make sure the BJ cartridge is correctly installed 

Remove the BJ cartridge and install it correctly. Make sure the triangular marks on the 
BJ cartridge and holder are aligned then press down gently on the raised, left side of the 
BJ cartridge until you hear it lock in place. 




Align marks 
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Check the Print Quality setting 

Use the Print Quality slide bar to select Fine. 

Selecting Fine for Print Quality 



Windows 



1 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties. 

3 Select the Main tab. 

4 Click the Advanced button. 

5 On the Quality tab, drag the Print Quality slide bar completely to the right 
to select Fine. 
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Selecting Fine for Print Quality 



Macintosh 



1 

2 
3 
4 
5 



From the File menu, select Print. 

Under Print Mode, click the Manual \§j icon. 

Click the Details button. 

Click the Quality icon. 

Drag the Print Quality slide bar completely to the right to select Fine. 
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■ BJ cartridge does not return to the home position after installation 

After the BJ cartridge is installed in the printer, the cartridge holder does not return to the 
home position. 

After replacing the BJ cartridge or an ink tank, the cartridge holder does not return to the 
home position. When the CARTRIDGE button is pressed, the printer beeps but the POWER 
light remains flashing. 




Home position is on the right. 



Make sure the BJ cartridge is installed correctly 

Turn the printer off, wait a few seconds, turn it back on, and then re-install the BJ cartridge. 
^ Replacing a BJ Cartridge 

If the BJ cartridge and holder do not return to the home position, then remove the 
BJ cartridge and install another BJ cartridge. 



Notel^ 



It takes approximately 2 seconds for the printer to recognize a newly 
installed BJ cartridge. During this time, the cartridge holder will not return 
to the home position, even after you press the CARTRIDGE button. 
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■ Cannot print via wireless infrared connections ^^^^^ 

The print job does not execute when the computer is set up for a wireless infrared 
connection with the printer. 

Make sure the infrared driver is instaiied correctiy 

The Microsoft Infrared Communication Driver must be installed to perform printing jobs via 
infrared communication from the computer. Other infrared drivers may not operate correctly. 
Make sure that the correct infrared communication driver is installed. 

^ Using infrared data transmission 

Note !► Some computers may require adjusting a BIOS setting to enable infrared 

communication. For details, see your computer documentation. 

l\/lal<e sure an infrared communication driver can be used 

Open the Infrared Monitor and verify that the infrared communication has been enabled and 
that the printer has been detected. 

Confirming the infrared connection 

7 Click Start, select Settings, and click Control Panel. 

2 Double-click the Infrared icon. 

3 Select the Options tab. 
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4 



Click the check box on for "Enable infrared communication." 



Status [C^ti^^sj] Preferences] Identification] 

'I 1^ Enable intrared communication, 1 

Providing application support on COM4 and LPT3 

(7 Search for and provide status for devices within range. 
Search every [3 ^ seconds. 



\~ Limit connection speed to: ] 



p Install software for Plug and Play devices within range. 



• 



Restore Defaults 



Check to see if you are using anything other than PC/AT compatibie 

The computer must be PC/AT compatible to print using infrared communication. 

iVIalfe sure the correct port is selected to receive data 

Make sure that COM4: (Infrared Serial (COM) Communication Port) is selected in the data 
receiving printer port to print by infrared communication. Selecting any port other than this 
port may cause an error. 



Notel^ 



The number of the serial port (COM4) may differ, depending on the 
operating system environment. 
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Selecting the infrared transceiver port 

1 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties. 

3 Click the Details button. 

4 Click the down-arrow for "Print to the following port" and select 
"COM4: (Infrared Serial (COM) Port." 
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Make sure the BJC-85 is connected properly with the computer via infrared port 
Confirming correct infrared connection 

1 Click Start, select Settings, and click Control Panel. 

2 Double-click the Infrared Monitor icon. 

3 Make sure that BJC-85 is listed as the currently active infrared device. 
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■ Paper skews or jams during feeding 

If a sheet of paper skews and jams, a message is displayed: 

Paper Jam! 

Make sure the paper is set in the sheet feeder correctiy 
U^ Loading Paper in the Printer 
Removing a paper jam 

1 Slowly pull the jammed sheet straight out of the sheet feeder or out of the 
paper eject slot, whichever is easier. 

• If the larger portion of the sheet is at the paper eject slot, pull it out from 
the front of the printer. 

• If the larger portion of the sheet is on the sheet feeder, pull it out from the 
sheet feeder. 
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• Press the paper release lever if necessary. 



Paper Release Lever 




Remove the jammed paper. 

After the paper is removed, the print job resumes automatically. 
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■ Screen colors and the printed color do not match 

The colors on the printout are unsatisfactory. For example, on-screen blue is printed purple 
or deep red, or on-screen light green appears deep green or weak yellow (strong red). Light 
green appears deep green (weak yellow). 

Determine if the print hiead needs to be cleaned 

The print head could be clogged or the ink may have run out when the colors on the printout 
do not match the screen. 

1 Print a Nozzle Check Pattern. 

^ Printing a Nozzle Check Pattern 

2 Clean the print head. 

^ Cleaning the Print Head 

Determine if oniy certain coiors are unsatisfactory 

Adjust the printer driver color setting to match the colors. 

Adjusting the color 

1 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties. 

3 Select the Main tab. 

4 Click the Advanced button. 
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Problems and Solutions 



5 
6 



Select the Color tab. 

Click the Color Adjustment box; make sure a check mark appears. 
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Macintosh 



Adjusting the color 

1 From the File menu, select Print. 

2 Under Print Mode, click the Manual \§j icon. 

3 Click the Details button. 
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4 



Click the Color icon. 



Canon Detailed Setting 



Color Correction : BJ Standard 
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Color Balance ^^^z^i 



■ Document prints in black only 

A document that contains colored text or images prints only black ink. 

Check to see if the BC-1 1e Color BJ Cartridge is installed 

Press the CARTRIDGE button to move the cartridge holder to the center and open the 
cartridge cover to see if a BC-1 1e Color BJ Cartridge is installed. Always use a BC-1 1e 
Color BJ Cartridge for color printing. 

Make sure that Grayscale Print is turned off 

While Grayscale Print is selected, all colors will print in black and white. For color printing, 
click the Grayscale Print box to remove the check mark. 

Turning Grayscale Print off 

1 Click Start, select Settings, and click Printers. 

2 Right-click the BJC-85 icon and select Properties from the pop-up menu. 

3 Select the Main tab. 



Windows 
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4 Click the Grayscale Print box to remove the check mark. 
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Macintosh 



Turning Grayscale Print off 

1 From the File menu, select Print. 

2 In the Print dialog box, click the Print Grayscale box to remove the check 
mark. 
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Make sure the color settings are correct in the software application 

Some application software may contain a dialog box with an option to select black and white 
only. Change this setting to enable color printing. 

l\/lal<e sure the BJC-85 is selected as default printer 

It is necessary to select the BJC-85 as the default printer. If another black and white printer 
is selected as the default printer, then the BJC-85 printer could print black ink only. 

1^ Check to see if the BJC-85 printer is selected as the default printer 

■ Colors are broken or uneven 

Printed colors are faded, broken or uneven, compared to the colors on the screen. 

Make sure the correct BJ cartridge and media type are selected for the print job 

Check the printer driver settings, and make sure that the correct BJ Cartridge and Media 
Type settings are selected for the print job. 

Selecting the BJ Cartridge and Media Type 

1 Click Start, select Settings, and click Printers. 

2 Right-click the BJC-85 icon and select Properties from the pop-up menu. 

3 Select the Main tab. 



Windows 
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4 Select the BJ Cartridge and Media Type for tlie print job. 
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Macintosh 



Selecting the BJ Cartridge and IVIedia Type 

1 From the File menu, select Print. 

2 In the Print dialog box, select the BJ Cartridge and Media Type for the 
print job. 
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Make sure that Canon ink tanks are installed in the BJ cartridge 

The color quality may degrade if you use ink from other manufacturers. For best quality, use 
Canon ink tanks. 
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■ Printing beyond tine edge of a page, or portions of a printed page 
are missing 

The print start position is incorrect, causing the end of the page to extend onto the next 
sheet. If the print start position is incorrect, this can cause the print area to shift and appear 
out of position at the top, bottom, left, or right on the printed sheet. 

Determine if you are printing on a paper size different from whiat is seiected in ttie 
application software 

Make sure you use the paper size selected in the software application. Select the correct 
paper size setting in the software application. 

Selecting the paper size 

Setting the correct margins in the software application ensures that the 
print area will be centered on each page of the document. For details 
about setting the margins for a document, refer to your software 
application documentation. 
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• If the print area shifts to the top, increase the top margin, and decrease 
the bottom margin. 

• If the print area shifts to the left, increase the left margin, and decrease 
the right margin. 

• If the print area shifts to the bottom, increase the bottom margin, and 
decrease the top margin. (If the bottom margin is not adjustable in the 
software application, then reduce the number of lines on a page to 
increase the bottom margin.) 

• If the print area shifts to the right, increase the right margin, and 
decrease the left margin. (If the right margin is not adjustable in the 
software application, then reduce the number of characters in a line of a 
text to increase the right margin.) 

Determine if you are printing on a page size different thian thie page size seiected in 
thie printer driver 

The print area will shift to the top left if you are printing on a paper larger than what is 
selected in the printer driver, and will shift to the bottom right if you print on a paper size 
smaller than what is selected in the printer driver. Select the page size in the printer driver. 

Determine if the Scale print option is selected 

If you are attempting to execute a Scale print, make sure the rate of enlargement/reduction 
is set correctly and make sure that the Page Size selection is correct. 

Determine if you are printing on a page size shorter than what is selected in the 
software application 

Make sure you use the page size that is selected in the software application. 
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Determine if the top margin vaiue in the software appiication is too iarge 

Reduce the top margin value to the minimum allowed by the software application. If this is 
not possible, then reduce the number of lines allowed per printed page. Refer to your 
software application documentation for details. 

■ Printer does not turn on 

The POWER light does not come on when you press the POWER button. 

Checic the printer and power cabie 




©Connect the power cord to the printer and plug the power cord securely 
into the power outlet. 

A Press the POWER button again to see if the POWER light comes on. 

^ Plug other electrical appliances into the same power outlet to see if it is 
^^ working. 

A 'f the power outlet is overloaded, then the printer will automatically turn 
^^ off. If this occurs, unplug the printer for a few moments and plug it in again. 
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■ Printer seems to be working but notiiing prints 
The printer is operating but only blank pages are ejected. 

Remove the BJ Cartridge and make sure that the orange protective tape was 
removed from the print head 

The ink will not flow with the orange protective tape attached. Make sure the orange tape is 
removed before installing a BJ cartridge in the printer. 
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Do not touch the 
print head area or 
electrical contacts. 



Print a nozzie checif pattern 

Print a nozzle check pattern to confirm that the print quality has been restored. 

^ Printing a Nozzle Check Pattern 

If the nozzle check pattern prints ... 

A problem probably exists in the interface cable connection, the infrared 
communication environment, or software application. 
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If the Nozzle Check Pattern does not print ... 

Execute a print head cleaning and print liead deep cleaning. 

1^ Cleaning the Print Head 

If the printing cannot be restored after five print head cleanings then the 
ink may have run out. Replace the ink tank with a new one. 

^ Replacing a BJ Cartridge 

■ Print job halts 

The print job halts before it has completed. 

Determine if thie print job contains a iarge coior image 

High resolution pictures or images could cause the print job to pause temporarily due to the 
time required to process the large amount of data being sent. The print process should 
resume normally. 

C/iec/f for thie foiiowing message 

Paper Jam! 

A sheet of paper is jammed in the printer. Remove it to resume printing. 
^ Removing a Paper Jam 
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Determine how long the printer has been in constant operation 

Continuous printing for an extended iengtli of time could cause tine print liead to overlieat 
and cause it to stop. The print liead will stop for a few moments at the end of each pass to 
allow it to cool off after it has become overheated. 

During heavy duty printing of large areas of dark color, the printer may automatically halt to 
protect the print head from damage. In such a case, further printing is not possible until the 
print head has completely cooled. Turn off the printer and wait approximately 15 minutes. 



ACaution 



If the print head has overheated, do not touch the print head until it has 
cooled. 
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■ Cannot feed paper manually 

The printer would not accept a sheet of paper inserted manually. 

Check to see if the paper is set correctly 




Always fan the stack to remove static cling before loading the sheets in the sheet feeder. 
Make sure the stack is perfectly flat without curls, folds, wrinkles, etc., then align the edge of 
the stack with the right side of the sheet feeder and insert it into the printer until it stops. 

Slide the paper guide to the left edge of the paper. 

To prevent curling, do not leave paper in the sheet feeder for a long period. 

Do not load the following type of paper in the sheet feeder: 

• Excessively thin paper (1 7 lb./64 g/m^ or less) 

• Excessively thick paper (28 lb./1 05 g/m^ or more) 

• Postcards 

• Thick envelopes (use only US Com #10 or European DL) 

• Punched or heavily embossed paper 

Troubleshooting 258 



Problems and Solutions 



Selecting Manual Feed 



Windows 



1 Click Start, select Settings, and click Printers. 

2 Right-click the BJC-85 icon and select Properties from the pop-up menu. 

3 Select the Main tab. 

4 Click the Advanced button. 

5 On the Quality tab, click on the Paper Feed box and select Manual Feed 
from the drop-down list. 
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Macintosh 



Selecting Manual Feed 

1 From the File menu, select Print. 

2 In the Print dialog box, click on the Paper Feed box or down-arrow and 
select Manual from the pop-up menu. 
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■ Printing blurred or smudged 

Determine if you are printing on piain paper withi Print Quality set for Fine 

Printing in the Fine mode could result in excess ink on the paper. Reduce the print quality to 
avoid blurring or smudging. 

^ Printing With Windows 

^ Printing With Macintosh 

Checl( to see if the paper thickness is within the specified thicicness 

Do not use paper thicker than 28 lb. (106 g/m^) to avoid blurring or smudging on the paper. 
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Determine if the document exceeds the recommended print area 

Adjust the setting to print witliin tlie recommended print area. Printing outside tine 
recommended printing area could cause blurring or smudging. 

^ Printing Area 

If you are using giossy paper, mal<e sure that you print on the glossy side only 

Always load glossy paper with the glossy side facing up. 

Check to see if the paper is curied or bent 

To remove the curl, bend the sheet gently in the direction opposite the curl. 

■ Printout is excessively curled 

The printed sheet is excessively curled, wrinkled, or warped. 

Determine if you are printing an image or picture that has dense colors 

Printing an image or picture with dense colors requires a large amount of ink and could curl 
or wrinkle the paper. For such print jobs, use High Resolution Paper or Glossy Paper. These 
sheets have specially coated surfaces designed to increase the absorption of the ink, which 
avoids curling or wrinkling. 

Note !► Special print media must be printed on the correct print side. 

U^ Media You Can Use With This Printer 

Checli Intensity setting in the printer driver 

To reduce wrinkling and curling, reduce the amount of ink used in the print job. 
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Problems and Solutions 



Windows 



Lowering the Intensity setting 

1 Open the printer driver. 

2 On the Main tab, clicl< the Advanced button then select the Color tab. 

3 Slide the button on the Intensity slide bar to the left to reduce the amount 
of ink used in the print job. 

Lowering the Density setting 

1 From the File menu, select Print. 



Macintosh 



2 In the Print dialog box, click the Manual \W} icon then click the Details 
button. 

3 in the Detailed Setting dialog box, click the Color icon. 

4 Drag the button on the Density slide bar to the left to reduce the amount of 
ink used in the print job. 
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■ ERROR light is orange 

The orange ERROR light comes on, the printer beeps, and the printer does not operate. 

The printer will beep when an error occurs and the orange ERROR light will come on or 
flash to let you know when and what type of error has occurred. You may need to turn the 
printer off and turn it on again in order to identify the problem. 

Make sure that the paper is set correctly 

The orange light will flash and the printer will beep to alert you that the paper has not fed 
into the printer. If there is no paper in the sheet feeder, then load some paper. If the paper is 
not straight in the sheet feeder, then straighten it and try again. 

Check to see if the following message is displayed on the screen 

Paper Jam! 

If paper is jammed inside the printer, the printer will beep twice and the orange ERROR 
light will flash. Remove the jammed paper and set a new sheet of paper to resume printing. 

^ Loading Paper in the Printer 

Check to see if the BJ cartridge has been removed 

If the BJ cartridge has been removed during printing, or if the BJ cartridge failed electrically, 
the printer will beep three times and the orange ERROR light will flash. Re-install the BJ 
cartridge in the cartridge holder if it has been removed, or install a new BJ cartridge to 
resume printing. 

^ Replacing a BJ Cartridge 
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Problems and Solutions 

Check to see if you have installed the wrong BJ cartridge for the print job 

If the BJ cartridge is not appropriate for tlie print job, or if you attempt to start a print job witli 
the optional Scanner Cartridge installed, the printer will beep 4 times and the orange 
ERROR light will flash. Install the correct BJ cartridge to resume printing. 

Check the ink level in the ink tanks 

If the low-ink alert has been turned on, the orange ERROR light will flash and tell you which 
ink tank is low by the number of flashes. You can continue the print job until the ink runs out 
by pressing the RESUME button, but immediate replacement of the ink tank is 
recommended. Use the printer driver or the printer's operation panel to reset the low-ink 
alert after replacing the ink tank. 

^ Using the Low-Ink Alert 

Check to see if you have stopped the BJ cartridge replacement 

If you discontinue the BJ cartridge replacement, the printer will beep 3 times and the 
orange ERROR light will flash. Press the CARTRIDGE button to continue BJ cartridge 
replacement. If you intend to use the printer in this situation, then press the RESUME 
button. 
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Problenns and Solutions 

Check to see if the orange ERROR light is flashing 

The printer beeps and the orange ERROR light flashes continuously, if there is no paper 
jam, or the BJ cartridge has not been removed incorrectly, an error may have occurred in 
the printer. Refer to the table below for a solution. 



ERROR 
Light 


Beeps 


Meaning 


Solution 


Lights 
and 

remains 
on 


1 


Paper not set in the sheet 
feeder correctly 


Remove the paper from the auto sheet feeder and load it 
correctly 


2 


Paper jam 


Remove the paper jam. 


3 


BJ cartridge not installed 


Install a BJ cartridge correctly. 


4 


Correct BJ cartridge not 
installed 


Replace with a correct BJ cartridge. 


Flashing 


2 


The ink is low 


This is a precaution. Press RESUME to continue. Replace the 
ink tank as soon as possible. 


3 


BJ cartridge is being 
replaced 


When BJ cartridge is replaced, press the RESUME button to 
resume printing. 


4 


Battery is low (using 
optional portable kit) 


Change the optional battery pack. 


5 


Waste ink tank is full 


You may be able to print by pressing the RESUME button but 
the waste ink tank needs to be replaced soon. Call the Canon 
Customer Care Center. 

^^ Before You Call For Service 


Both 

ERROR 

and 

POWER 

lights 

flashing 


1-7 
9-11 


An error occurred inside 
the printer 


A serious error may have occurred. Turn the printer off. Wait 
several minutes, then turn it back on. If the error still persists, 
call the Canon Customer Care Center. 

^^ Before You Call For Service 


8 


Printer is overheated 


A serious error may have occurred. Turn the printer off for 
approximately 15 minutes and then turn it back on. If the error 
persists, replace the BJ cartridge. If this does not correct the 
problem, call the Canon Customer Care Center. 

1^ Before You Call For Service 
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The following messages may also be displayed in the BJ Printer Status Monitor. 

Waste ink tank full! Call for service! 

Service error xxx! Call for service! 

■ "Error Number: *300" appears on the screen and print job does 
not execute 

This is a Macintosh error message where the * is replaced with a letter. 



Macintosh 



Make sure that the printer is turned on 

Make sure that the POWER light is green. When the POWER light is flashing green, the 
printer is warming up. Wait a few moments for the POWER light to stop flashing. The printer 
is ready when the green POWER light remains on. 

1^ Printer does not turn on 

Checif the printer and the interface cabie 

Check the printer status and the connection of the printer interface cable connections. 

U^ Check interface cable connections at the printer and computer 

Checic to see if the bacicground printing is operating properiy 

Follow this procedure to disable background printing and try to execute the print job again. 

1 From the Apple menu, choose Chooser. 

2 Click the BJC-85 icon. 
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3 Click the Backgrounding button off. 



Ell 5 BJC-85 Server 



^ fi^STiT') 



Note !► If you cannot execute background printing, correct this problem as soon 

as possible. 

U^ Cannot execute background printing 

Make sure that the printer driver has been instaiied correctiy 

There may be a problem with the printer driver. Uninstall it and install the printer driver 
again. 

The problem may exist within the printer driver. Uninstall the printer driver and reinstall it. 
^ Printing With l\/lacintosh 
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■ "Type X Error" appears on the screen ^^^^^ 

This is a Macintosli printer error wliere "x" is replaced with a number. 

Determine if any othier software appiications are open 

If you are running other software applications during a print job, it is possible that the 
required amount of memory may not be available for the print job and result in this error. 
Close all software applications and start the print job again. 

Determine if sufficient memory is availabie 

Refer to the application software manual to verify that you have enough memory to run the 
software application. If you do not have sufficient memory, add memory (RAM). Refer to 
your computer documentation for details about adding memory. 

Chiecif to see if thiere is sufficient available space on the hard disk of your computer 

An error could occur if there is not enough space available on the hard disk of your 
computer. Secure enough hard disk space by deleting unnecessary files to create enough 
space for the creation of temporary files during printing. 

Determine if there is any problem with the document file 

If unknown characters and letters are printed only for a specific document file, then the 
problem may exist within that file, or the software application that you are using. In this 
case, try typing the same text in a newly created file. If the new document prints normally 
then the problem exists in the original document file. If the same problem occurs with the 
new file, call the Canon Customer Care Center. 

1^ Before You Call For Service 
1^ Getting Help From Canon 
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Determine if the printer driver has been instaiied properiy 

There may be a problem with the printer driver. Uninstall it and install the printer driver 
again. 

The problem may exist within the printer driver. Uninstall the printer driver and reinstall it. 
^ Printing With l\/lacintosh 

Determine if any special extension files or control panel options are in use 

The printer driver could conflict with a non-Apple generated file extension or a control panel 
option. Use the Extensions Manager to change the configuration to eliminate any conflicts. 

■ Cannot execute background printing 

Make sure that background printing has been turned on 

If you cannot execute background printing, this feature may have been turned off. 

Turning on background printing 

1 Open the printer driver. 

2 Select the Page Layout tab. 

3 Click the Background Printing box; make sure a check mark appears. 



Windows 
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Macintosh 



Turning on background printing 

1 From the Apple menu, choose the Chooser. 

2 Click the BJC-85 icon. 

3 Click the Backgrounding button to turn it on. 

If background printing has been turned on, there may not be enough 
space on the disl< to create temporary files for printing 

Check to see if there is sufficient empty space on the hard disk of your computer. 

Background printing cannot be executed if there is not enough free space available on the 
hard disk of your computer. If there is not enough space available on your hard disk, secure 
enough hard disk space by deleting unnecessary files. 



Macintosh 
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Macintosh 



■ Cannot select the printer driver in tiie Ciiooser 

Check the following items if you cannot select the printer driver in the Chooser. 

Make sure the printer is turned on 

Make sure the printer is turned on and the POWER light is green. If the green light is 
flashing, then the printer is warming up. Wait a few moments for the printer to finish 
warming up. 

^ Printer does not turn on 

Cttecic the printer and the interlace cabie connections 

U^ Check the interface cable connections at the printer and computer 

Mal<e sure that the printer driver has been instaiied correctiy 

There may be a problem with the printer driver. Uninstall it and install the printer driver 
again. 

The problem may exist in the printer driver. Uninstall the printer driver and reinstall it. 
^ Printing With l\/lacintosh 

Ma/fe sure the server is turned on in the networidng environment 
^ Printing With IVIacintosh 

Determine if there is a probiem with the networldng environment 

If necessary, call the system administrator. 

^ Printing With IVIacintosh 
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Before you call for service, please gather some information that will help the Canon 
Customer Care Center find a solution for your problem. 

Work through the troubleshooting descriptions of problems and solutions to attempt to solve 
the problem. If you cannot solve the problem, follow the steps below and prepare answers 
for some basic questions you may be asked by the technician. 

■ Describing the problem 

• Write a short memo describing the problem. 

• Note any error messages that were displayed on the screen. 

• Make sure you have all the important information about your system (amount of 
memory, free disk space, current version number of the printer driver). 

^ Describing Your System 
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■ Describing your system 

Follow the simple procedures below to obtain the important information about your 
operating environment and printer driver that you will need before you call for service. 



Windows 



Obtaining thie OS version number and amount of memory 

1 Right-click the My Computer icon. 

2 Select Properties from the pop-up menu. 

3 From the General tab read and write down the version number of your 
operating system and the amount of memory (RAM) installed. 



'iwMWdl ] Device Manager] Hardware Profiles ] Perlormance ] 


1 


^^ystem: ^V 






4.10.1998 

Registered to: 

FlaulieW. Schnee 
Argot Associates 
79878-025-1 87247G-08425 

Computer' 

Genuinelntel 
PenHum(r] Processor 
Intel MMXITMITechnologji 
\ 32.0MB RAM V 






:;;;:ffl 








■--— ^ ' 


1 


L 




□ K 1 Cancel 
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Macintosh 



Obtaining the OS version number and amount of memory 

1 From the Apple menu, select About This Computer. 

2 Read and write down the version number of your operating system and 
the amount of memory (RAM) currently installed. 




Determining the amount of free disk space available 

1 Double-click the My Computer icon. 

2 Right-click the Hard Disk icon. 

3 Select Properties from the pop-up menu. 



Windows 
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4 Read and write down the number for the amount of "Free Space" on the 
disk. 



usmm^m 


^^^^^ 


^^^^^■~^Tx1 


General | Tools ] Sharing ] Compression] 


' Type: 

File s^istem 






1 

Local Disk 
FAT 


1 A^H Used space: 

VH Free space' 


1.476.820.932 bjtes 
EE9.777.920 bjtes 


1.37Gb"\ 
G38MB ) 


Capacity: 

i 


2,14e,598,912bjles 


1.33GB 
Disk Cleanup... 1 


Drive C 


[ 






OK 1 Cance 









Macintosh 



Determining the amount of free disic space available 

1 On the desl<top, clicl< the Macintosh HD icon. 

2 From the File menu, select Get Info., then select General Information. 
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3 Read and write down the number for the amount of "Available disk space." 




Windows 



Obtaining the version number of the printer driver 

1 Click Start, select Settings, and click Printers. 

2 Right-click the Canon BJC-85 icon and select Properties from the pop-up 
menu. 

3 Select the Main tab. 

4 Click the About button. 

5 Read and write down the version number. 



Q^n 



tB 



Hvlicrosoft Windows 98 

Canon Bubble Jet Raster Printer Driver ] 

Version 6. 20 [alpha2] 

Copyright C^NON INC. 1994-1999 
^11 Rights Reserved. 
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Obtaining the version number of thie printer driver 



Macintosh 



I On the desktop, double-click the icon of the startup disk (Macintosh HD for 
example). 

2 Double-click the System folder. 

3 Double-click the Extensions folder. 

4 Select the BJC-85 icon. 

5 From the File menu, select Get Info. 

6 Read and write down the version number of the printer driver. 



y [ 



-Show: General in 





.;CS™» 


:.,„..) 






□ locked 
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Getting Help From Canon 



Canon Computer Systems, Inc. offers a full range of customer technical support* options 
including: 

24-hour, 7-day-a-week, toll-free automated support for troubleshooting issues on 
most current products (1-800-423-2366) 

Speak to a technician free of service charge (currently Monday - Friday 
8:00 a.m. to 10:00 p.m. and Saturday 12:00 p.m. to 6:00 p.m. EST, excluding 
holidays) for products still under warranty** (1-757-413-2848) 

Speak to a technician (currently $24.99 per call) during holidays and days/hours 
not listed above regarding urgent product questions or for products no longer 
under warranty (1-800-423-2366) 

Or for a charge of $2.50 per minute, to a maximum of $25.00 per call 
(1-900-246-1200) 

To find out about all Canon products and accessories, to download the latest 
drivers, and to explore all your technical support options incuding e-mail support, 
visit the Canon Computer Systems, Inc. Web site (www.ccsi.canon.com) 

24-hour, toll-free Fax Retrieval System (1-800-526-4345) 

Within Canada, 24 hours a day, 7 days a week* (1-800-263-1121) 



'Support program specifics subject to change without notice. 
' Refer to individual product information for warranty details. 
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Servicing the Printer 



Your Canon printer is designed with the latest technology to provide trouble-free operation. 
The warranty card that comes with the printer describes Canon's limited warranty. Be sure 
to read the warranty information to find out about the different service options available to 
you. 

Note 1^ Save your sales receipt for proof of purchase. In the event that your 

printer needs service, you will need your proof of purchase to obtain 
warranty service. 

Be sure to fill out the Registration card and send it in. This will help Canon give you better 
support service. 

If you seem to have a problem, try to solve it by referring to the troubleshooting information. 
If you cannot solve the problem, contact the Canon Customer Care Center. 

If you feel your printer needs servicing, contact Canon on the World Wide Web to locate the 
Canon Authorized Service Facility (ASF) nearest you. If you do not have access to the Web, 
you can call Canon. 

^ Getting l-lelp From Canon 



Troubleshooting 279 



Specifications 



Printer Specifications 
Printing Area 



BJC 
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Printer Specifications 



Printing l\/lethod 
Resolution (max.) 
Paper IHandiing 
Print Speed 



Printing Direction 
Print Width (max.) 
Line Speed Feed 
Line Feed Pitch 

Character Pitch 
Buffer 



Interfaces 



Ink Jet Technology 

720 X 360 dpi (vertical x horizontal) 

Auto Feed, Manual Feed 

BC-10 Black BJ Cartridge: 

5 ppm 
BC-11e Color BJ Cartridge: 

2 ppm 

Uni-directional (or bi-directional, depending on data format) 

8 in. (203 mm) 

70 ms/line (4.23 lines) 

1/6, 1/8, n/60, n/180, n/360 (where "n" is programmable 
and 1 in./25.4 mm) 

10 cpi, 12 cpi, 15 cpi, proportional 

Any setting selectable but disabled when using infrared data 

transmission 

Input buffer approx. 23 KB, no download buffer 

Input buffer approx. 2 KB, with 25 KB download buffer 

Parallel IEEE 1284 
Universal Serial Bus (USB) 
IrDAVer. 1.1 Infrared 
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Printer Specifications 



BC-10 Black BJ Cartridge 



BC-11e Color BJ Cartridge 



BC-12e Photo BJ Cartridge 



Acoustic Noise Level 
Operating Environment 

Storage Environment 

Power Source 



Print head 128 nozzles 

Ink tank BCI-10 Black Ink Tank 

Ink color Black 

Capacity Approx. 170 pages at 5% coverage 

Print head 64 nozzles for black 

24 nozzles each for cyan, magenta, yellow 

Ink color Black, cyan, magenta, yellow 

Ink tanks BCI-1 1 Color and Black Ink Tanks 

Capacity 

Black Approx. 60 pages at 1 5% coverage 

Color Approx. 80 pages at 15% coverage 

Print head 64 nozzles for black 

24 nozzles each for cyan, magenta, yellow 

Ink color Cyan, magenta, yellow 

Ink tanks BCI-12 Color and BCI-12 Black Ink Tanks 

Capacity 

Black Approx. 60 pages at 1 5% coverage 

Color Approx. 80 pages at 15% coverage 

Approx. 45 dB (A) 

Temperature 41 to 95°F (5 to 35°C) 

Humidity 1 to 90% RH (without condensation) 

Temperature 32 to 95°F (0 to 35°C) 

Humidity 5 to 95% RH (without condensation) 

Universal AC Adapter AD-360U connected to 
AC 1 0OV 50/60 Hz 



Specifications 282 



Printer Specifications 



Power Consumption Standby 3 W 

Printing 23 W (max.) 

Dimensions 1 1 .8 x 6.2 x 2.2 in. (w x d x in) 

300 X 1 57.6 X 57 mm (w X d X in) 

Weight Approx. 3 lb. (1 .4 l<g) with BJ cartridge installed 

Universal AC Adapter AD-360U Specifications 

Dimensions 2.3 x 4.6 x 1 in. (w x d x h) 

58 X 1 1 8 X 25 mm (w x d x h) 

Weight Approx. 0.45 lb. (205 g) 

Rated input AC1 00 to 240V 

Rated output DC1 3V 1 .8A 
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Printing Area 



This section describes the dimensions of the printing areas for print media. 



Letter or Legal size 



L| l- 
0.25 in. 



Glossy Photo Card 

^ 4.70 in. (119.6 mm) ^ 



A4/A5/B5 size 



8.5 in. 



T- CD 



0.35 In (9 mm) 



I 



•-O.iein. 0.20 in.-" |^ 
(4.0 inm)(5.1 mm) 



I 







210/148/182 mm 




















1 

E 
E 

CO 

E 
E 








1 




E 
E 

-E 

E 

CD 

in 

E "^ 

E 

OJ 
OJ 


1 














3.4 mm 3.4 mm 
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Printing Area 



The shaded portions in these illustrations show the recommended printing areas for paper, 
envelopes, and special media, determined by how the media is fed to the printer for printing. 
Print quality could degrade if you print beyond the recommended margins. 



U.S. Commercial No. 10 



t 



Paper feed 
direction 



Custom size 

i 



European DL 




0.28 in. i- 
(7 mm) 




Paper feed 
direction 



Right Margin for Custom Size 



Paper Widtfi > 8.27 in. (210 mm) 
Paper Widtfi < 8.27 in. (210 mm) 



Paper widtli - 8.0 in (203.2 mm) - Left margin widtfi 
0.13 in. (3.4 mm) 
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Using the Optional IS-12 Color Scanner Cartridge 

If you have purchased the Optional IS-12 Color Scanner Cartridge for your BJC-85, please 
visit Canon's web site to download the online User's Manual in Adobe® Acrobat® PDF 
format. 

www.ccsi.canon.com 
U^ Getting Help From Canon 
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